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1 Introduction

The Atacama Large Millimeter/Submillimeter Array (ALM#)an aperture synthesis telescopthat will
consist ofat least66 antennas arranged in a series of different configurations. It will opera¢ea broad

range of observing frequencies in the millimeter and submillimeter regime. During Cycle 0 only a limited
number of antennas, frequencies, array configurations ansknbng modes will be availablelsers should

refer to the Capabilies section on the ALM&ciencePortal athttp://www.almascience.orgffor the latest
information.

This Technical Handboo#tescribesthe Cycle 0 stup of the ALMA system It is intended toprovide
additional technicalnformation for ALMA users, to a deeper level than what is described in the ALMA ES
Primer, and to provide more information on the limitations of the Cycle 0 setups. Although it ioenta
sectionsrelevant for the preparation of proposals, it should not be necessary to read it in order to prepare a
proposal.

The TechnicaHandbook contains informationn the receivers, the correlator, creation of spectral setups,
field setups and a dsription of the Cycle 0 array configurations including simulations of observations,
which is useful for preparation of proposals. It also gives a brief overview of the structure of observing
projects, calibration strategies, data quality assurance anda dathiving, which is information more
relevant to the preparation of observing projects and the observations. The appendix includes more detailed
technical information about the antennas, LO and IF systems as well as generation and distribution of
reference signals.

The Technical Handbook will be updated each Cycle with information relevant for the capabilities of that
Cycle.

2 Receivers

TheALMA frontend can accommodatep to 10 receiver bands covering most of the wavelength range from
10to 0.3 mm 0-950 GHz). In Cycle 0, Band 3, 6, 7 and 9 will be availsddeayailable frequency and
wavelengh ranges for these bands fable ). Each receiver band is designed to cover a tuning range which
is approximately tailored to the atmospheric transmisswimdows. These windows and the tuning ranges
areoutlined inFigure land the specifications are listed Trable 1


http://www.almascience.org/

Atmospheric transmission at Chajnantor, pwv = 0.5 mm
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Figure 1. ALMA Bands for Cycle 0 are shown in red supgosed on an atmospheric
transparency plot at the AOSf 0.5 mm of PWV

The ALMA receivers in each antenna are situated in a single frontend assembly (see Aestidind4.4).

The frontend assembly consist of a large cryostat containing the receiver cold cartridge assemblies (including
SIS mixers and LO injections) and the IF and LO-temperature electronics of each band (the warm
cartridge assembly, WCA). The cryostaképt at a temperature of 4 K through a closegtle cooling
system. TheAmplitude Calibration Device (ACD) is mounted above the frontend. Each receiver cartridge
contains two complete receiving systems sensitive to orthogonal linear polarizafitiesdesins of the

mixers optics, LO injection scheme, and pdiation splittingvary from band to band, depending on the
optimum technology available at the different frequenciesch receiver is described in more detail in the
sections belowTable 1Isummarkes the characteristics of the bandsailable in Cycle.0

To avoid overloading the cryostat cooler, only three bands can be switched on at dttiakes only about

1.5 seconds to switch between these bands. For bands that are not switcheldeotime to fully thermally
stabilisethem from an off state is 15 minutes this is mainly to ensure the optimum flat bandpass shape.

All of the receivers are mounted ediixis in order to avoid extra rotating bamselection mirrors, which
necessitates awffset of the antenna to change band. This means that only one receiver can be used at a
given time.
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Tablel. Receiver Characteristics

Band |Frequency/ |LO range Sideband |IF range |Instantaneous |T, over T, atany
Wavelength | (GHz) mode? (GHz) IF bandwidth | 80% of frequency
range (GHz)* band (K)° | (K)®
(GHz)Y/(mm)

3 84.0-116.0/ |92 -108 2SB 47 8 7.5 <41’ <45’
2.59-3.57

6 211.0-275.0/ |221 - 265 2SB 57 10° |75 <83 <136
1.09-1.42

7 275.0-373.0/ | 283 - 365 2SB 47 8 7.5 <147 <219
0.80-1.09

9 602.0-720.0/ |610 - 712 DSB 47 12 7.5(15)° <175 <261 (DSB)
0.42-0.50 (DSB)

Notes to Table 1:

1. Frequency range is the maximum available, at the extreme upper and lower limits of the IF passband.
2. Sideband mode SSB means single sideband receiver, 2SB ndeahsideband receiver where thao
sidebands are available simultaneously, DSB means double sideband receiver. See text for details.

3. Usable IF range is extended to allow simultaneous observations aptadihes However, the
autocorrelation noise performance is degraded by a factor of ugbtmut 1.5 below 5.85Hz(Section2.2.2)

4. Maximuminstantaneous IF bandwidthAs both upper and lower sidebands both pass through the same
IF bandwidth but areubsequently separated, the effective signal bandwidth given in this column for 2SB
receivers is twice the actual IF filter bandwidthhis is per polarization, so the total effective bandwidth for
each receiver then another factor of 2 more than thdbte that the effects of thenti-aliasing filters have
been includedseeSection5.4).

5. In future Cycles, the maximum bandwidth will double in cromselation mode only, because both
sidebands can be separated and correlated using&free phasswitching.

6. List of the nmimum specification of th&SB receiver temperatu(&,), unless otherwise noteds shown
These values are the average over the IF band. The sections on individual receiver bands describe the real
values measured, which in mycases are better than specifications.

7. The specification for band 3 receivers ig<B1K at LO=106Hz, and gx< 45K for any other valid LO
setting. Both values should be the average over all four IFs and 4 GHz bandwidth.

2.1 Local Oscillators and IF ranges

The observed skfrequencies need to be downconverted to frequency bands betwe@n@Hz in order to
send the signals to the correlator. The frequency downconversion involves a set of Local Oscillators (LOS).
The LO and IF systems are describetktail inthe Appendix(Section14.5).

The frontend mixer uses LO1 to downconvert the sky frequencies into an IF band with a rant2 GH4.
This covers the needs of all the ALMA bands, since the mixers for Bands 3 and 7 have an output r8nge of 4
GHz, Band 6 a range of®) GHz and Band 9 a range ef21GHZTable ).

The possiblesky frequency ranges covered by each receiwath the first Local Oscillator (LO1) set tca
frequency ko, are:
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for the lower sideband (LSB): (Fo:¢ IRo) to (Ao G 1)
for the upper sideband (USB):(F o1t Ik) to (Foit IF)

where IR, and IF; are the lower and upper IF rangdsy G KS GL C wTayld $Sand the2lf dzY'y
bandwidth (per sideband) i IF,.. This is illustrated ifrigure 2 Note that the maximum IF bandwidth in
Table Imay be a few percent less than the IF rafggeSection 5.4

JF bandwid’gl ‘IF bandwid’g]
Lower Upper
Sideband Sideband
(LSB) (USB)
LOl-IFhi LOl-IFIO F(LO1) LOl+IFIO LOl+IFhi

Figure 2. IF ranges for the two sidebands in a heterodyne receiver.

2.2 The Cycle 0 Receivers

The Band 3, 6 and 7 receivers are esideband (2SB) receivers, where both the upper and lower sidebands
are provided separately and simultaneousiere are 4 outputs froneach ofthe receivers, comprising the
upper and lower sidebands in each of ttwen polarizations. Each output hasbandwidth of 4GHz(reduced

to an effective total bandwidth of 3.7&Hz due to the antiliasing filters, etc, see Secti®m. The mixers

give 10 dB or more unwanted sideband rejection, which is adequate for reduwéndeigradation ofS' N

from noise in the unwanted sideband, but not adequate for suppressing astronomical signals in the
unwanted sideband.Further suppression is performed by offsetting LO1 and LO2 (and eventually the
tunable filter LOTFB LO) by smalh@ opposite amountswhich depend on the antenna, such that the
signals from two antennas in the image sideband do not correlate.

The Band 9 receiveare doublesideband (DSB) receiverghere the IF containgoise andsignals from both
sidebandsTheyonly havetwo outputs, oneper polarzation. However, the |IEffectivebandwidth is7.5GHz
per sideband(after passing through the IF processing units) the total instantaneous bandwidth is the
same asBands 3, 6 and 71n Cycle 0, only one sidebaipar spectral windowwill be correlated, and the
other rejected using LO offsetting, as mentioned aboMa@sdoes notremovethe noise from the rejected
sideband. The noise of the sideband that is kept will be twheg of the DSBnoise level In the future,
suitable phase switching will be introduced in the correlator, and both sidebarads becorrelated and
processed independently, thus doubling the effective system bandwidth

Each of the ALMA receiver bands is different in several aspects, and thairiglleections describe the
individual receiver bands in more detail.

12
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2.2.1 Band 3 receiver

Band 3 is the lowest frequency band available in Cycle 0, cowefiegjuency range d4.0-116.0GHz(the

3 mm atmospheric windovp ¢CKS OFNINARIG LA ARNSRTOSIf A dosasedilRa © 2 1L
outside the cryostat, which refocus the beam through the cryostat winddlewing for a smaller window

diameter (Figure 3. A single feedhorn feeds an ortlmode-transducer (OMT) which splits the/o linear
polarizations and feeds the SIS mixers

134

Expanded o
Polystyrene -
IR Filter

-]

140

Figure 3. Input optics forBand 3, showing the warm pickoff mirrors. The location of the antenna
beam from the secondary mirror is shown by the dashed line, and the Cassegrain fatusnis
by the small circle to the upper righA new version of thigigure is being prepared by the FE

group.

A block diagram of th&and 3 receiver, including the cold cartridge and warm cartridge assemldiiown

in Figure 4 The Cold CartridgAssembly (CCA) contains the cold optics, OMT, SIS mixers and theidew
HEMT first IF amplifiers. At room temperature, the Warm @ige Assembly (WCA) includes further IF
amplification and the Local Oscillator coveringlIB GHz.
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‘Window

4 e 170 K and 15 KR Filars
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Transcucer
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Bias Filter
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Figure 4. Block diagram of theBand 3 receiver (left) including CCA (upper) and WCA (lower).
Right image shows 8and 3 CCA. Note the single feedhorn which feeds the OMT, splitting the two
polarization signals for the 2SB mixers. TBand 3 cartridges are constructed in Canada at NRC
HIA, Victoria.

The specification for thBand 3 receiver noise performance (Trx)<ig1K at LO=10GHz, and 45K for any
other valid LO settinghe atmospheric transmission over mostBaind 3 is very high, even with a large pwv
(Figure 5which means observations Band 3 canin principle, take place with 1&m or more of pwv. The
resulting system temperature (Tsys) shows the expected rise at the higher end, dueatonaspheric
oxygenline (Figure §.
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Figure 5. Band 3 transmission for 1, 5 and 15mm of pWwvequency is in GHz.

Tsys Tsys band 3
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Figure 6. Typical system temperature (Tsysat zenith for Band 3 with 1mm of pwv.

! Tsys was computed using only the receiver temperature values adopted in the OT and the atmospheric contribution. No
spill-over or background terms have been included.
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2.2.2 Band 6 receiver

TheBand 6 receivecoversa frequency range of 211-275.0 GHz tije 1.3mm atmospheric windoyv This
receiver has a window with a pair of afkis ellipsoidal mirrors inside the cryostdtigure §. A single
feedhorn feeds an orthonode-transducer (OMT) whitsplits thetwo linearpolarizations and feeds the SIS
mixers A block diagram of the Band 6 receiver, including the cold cartridge and warm cartridge assembly, is
shown inFigure 8.

|
[
| |
- | S —
T
ﬁ, [—
64 ﬂ\ |

o f=34.4}\|

K 300 L5 "G,

w0 |
7_-.H.._ \\ *—I \\

\{\.._— |——‘22_-%:0:
\ \ I \
r , \

70

167

f=58.40

Figure 7. Band 6 cold offaxis ellipsoidalmirrors feeding the single feedhorn. The @fkis beam
from the telescope secondary mirror (shown by the dashed line) feeds directly through the
cryostat window, and the Cassegrain focus is just inside the inner infrared blotkate the
slightly inclinedinner window, designed to minimize standing waves.
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211.0 - 275.0 GHz |

- e —— o ]t -

;

o 25B 25B
SIS mixer SIS mixer

)

2

) o
g <
2 %
x =]
a x3 x3 5
: 3 3 m
(@]

Bias Filter 2
Card (@]

Cartridge
Bias Module

| 73.7-88.3 GHz |DC Pwrh

LO Driver 6

- 10 GHz

B6-P1:6 - 10 GHz
Warm Cartridge Assembly

B6-P0: 6 - 10 GHz
B6-P1: 6

B6-P0: 6 - 10 GHz

L

Figure 8.Band 6 receiver block diagram, and (right) image of cartridge. Note the OMT used to
split the polarizations feeding the two 2SB mixers. The LO around33k requires an extra x3
multiplier inside the cryostat. Th&and 6 cartridges are built at NRAO, Charlottsvilldote that
the IF output range isictually 510 GHz. The range shown is the one recommended for
continuum observations (see text)
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The Band 6A frequency was recently extended to allow for multiple simultaneous line observationew
coversthe range5.0-10.0GHz.There is 1650 % excessoise below 5.5 GHz due to the LQtlis therefore
recommended that for continuum observations, the ren§10 GHz is used. Also, it should be noted that
the full range 510 GHz cannot be completely sampled because of the width of the two basebands per
polarization.

The atmospheric transmission Band 6 is showrin Figure 9for three typical pwv values. &t of the
narrow absorption lines are fromzone. Most observations iBand 6 will be done with pwv smm.
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Figure9. Band &enithtransmission for pwv=0.5, 1 and 5mrArequency is in GHz.

The specification foBand 6receiver noise performance (Trx) i83K over 80% of the band, andl88K
over the whole band (SSB Trx). The measured results are considerably better, typisatlydsmost of the
band. The resulting system temperatures (Tsys) for 1mm pwv are sindvigure 10.

2 Specifically, the 12C0/13C0O/C180 J4Xombination at 230.538/220.398/219.560 GHz, which has a minimum
separation of 10.14 GHz and requires the IF to reach to 5.0 GHz in order to cover all three lines
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Figure 10. Typical Tsy3at zenith for Band 6 with 1mm pwv, based on measured values of the
receiver temperatures.

% Tsys was computed using only the receiver temperataiues adopted in the OT and the atmospheric contribution. No
spill-over or background terms have been included.
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2.2.3 Band 7 receiver

TheBand 7 receiver covers the frequency range 2333 GHz {he 0.85 mmatmospheric window). It has a
similar cold optics design &and 6, but uses a wirgrid polaration splitter instead of an OMT, because the
losses in the OMT are higher at these frequen(fégure 1). A block diagram of the Band 7 receiver,
includingthe cold cartridge and warm cartridge assembly, is showkigare 12

36

216

Figure 11. Band 7 cold optics arrangement, showing the-aifis ellipsoidal mirrors and the
polarization splitter wire grid.
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Figure 12. Band 7 frontend receiver block diagram, and (right) annotated image of Band 7
cartridge. Note the polarizationsplitting grid and LO injection in the cold optics above the
mixers. TheBand 7 cartridges were built at IRAM in France.

The atmospbric transmission in Band 7 is showrFigure 13or three typical pwv valued.he specification
of the Band 7 receiver noise temperatuseTrx< 147 K over 80% of the range and221 K over the whole
tuning range, except at the upper end of the band@373 GHz), where the specifications ar880K SSB.
However, the performance of the receiver as measured in the dadmmsiderably better than tlsi The

resulting system temperatures (Tsys) for Imm pwv are showvigiare 14
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Figure 13. Band 7 atmospherizenith transmission for pwv=0.5, 1.0 and 5.0mRrequency is in
GHz.
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Figure 14. Typical Tsy$at zenith for Band 7 with pwv=1mm

“ Tsys was computed using only the receiver temperature values adopted in the OT and the atmospheric contribution. No
spill-over or backgrand terms have been included.
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2.2.4 Band 9 receiver

Band 9 covers th&requency rangé02-720 GHz 450 um atmospheric windowlIt uses a wire grid in order

to separate the two orthogonal polarizations, as well as to provide the LO injection scheme. The mixers are
double sideband (DSB), and therefore additional techniques must be emptlhwedy the observations to

either separate the sidebands or reject the unwanted sidebalmdCycle 0, LO offsetting will be used to
reject one of the two sidebands, which can be chosen independently for each spectral window. Note that LO
offsetting does ot reject the noise from the unwanted sideband, it simply moves any correlated signal to a
high fringe rate which then washes out. The IF bandwidth in this receiveBi4z8oer polarisatio(ir.5 GHz
effective bandwidthafter the IF Processor unjtseeSection5.4), covering 412 GHz. A block diagram of the

Band 9 receiver, including the cold cartridge and warm cartridge assembly, is shBigaria 15.
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TheBand 9 atmospheric transmission is significantly dependent on the pwyv, as illustraféglure 16for 3

low values of pwv. The specifications for the receiver are Trx < 175 K over 80% of the band and < 261 K over
all the band. However, the performance is considerably better than thisFamnae 17shows the expected

Tsys for 0.5 mm of pwwver most of the band given the expected receiver noise. As well as having a lower
atmospheric transmission and a less stable atmosphBaed 9 observing provides several challenges for
observing finding sufficiently bright calibrators (most QSOs aatively faint at this frequency), requiring
accurate pointing for the relatively small primary beaand the need for the highest level of stability in the

rest of the system.
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Figure 16. Band 9 zenith transmission for pwv 6.2, 0.5 and 1mnFrequency is in GHz.
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Figure 17. Typical TsySat zenith for Band 9 with pwv=0.5mm

2.3 Water Vapor Radiometers

In the mm and sulonm regions, variations in the water vapor distribution in the troposphere that move
across an interferometer cause phase fluctuations that degrade the measureménd#®\ Aseshe so-called

G2 GSNJ £ LJ2 NiclmiguR to2orréct ihikBhése phase fluctuations Water Vapor Radiometry
involvesestimating the excess propagation path ammb due to water vapor along a given lhoésight by
measuring the brightness temperature of the sky at frequencies near the atmospheric water vapor
resonances. These temperatures can then be transformed into a path length and the difference between
any mir of antennas in the array gives the final phase fluctuations to be corrected for a given baseline.
ALMA has implemented this technique by placing a Water Vapor Radiometer (WVR) on each antenna.

For the WVRs to be effective, the measurements have ttaken with a cadence that is fast enough to map

the actual variations in the atmosphere. The relevant shortest timescale is the antenna diameter divided by
the wind speed as the path delay is averaged over the whole antenna beam and cannot therefore be
corrected at any finer time resolution than that. The effective diameter is aboutril@or the ALMA
antennas and the relevant windspeed is usuallyn/® or a bit less so the fastest necessary sampling speed

is 1Hz. On timescales shorter than thisidtimescale, the watewapour path fluctuations are expected to

lead to small apparent pointing fluctuations which are analogous to the seeing effects in-agiegtare
optical telescopes.

ALMA selected the 183Hz line because it is quite briginid allovws a more compact design than would the

22 GHz water line. It was decided to measure the temperature ofl8% GH4ine in four regions offset

from the center using filters of different bandwidths. The positions of the filters are indicated as blue boxes
superimposed on the profile of the water vapor linefiigure 18 The sensitivity specification for the WVRs is
0.080.1K per channel RMS.

®Tsys was computed using only the receiver temperature values adopted in the OT and the atmospheric contribution. No
spill-over or background terms have been included.
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Figure 18. WVR filters supamposed onto the 18&Hz water vapor emission line

It is very important that the WVR illuminates the same area of the sky as the ALMA band receivers in the
nearfield region. This is because the origin of the water vapor fluctuations is usually located in the lower
troposphere (i.e., near the observatory), witlme to several layers of water vapor clumps encompassing a
wide range of sizes. Since the ALMA frentls are located at the Cassegrain focus, an offsetting optical
system (sedrigure 19 had to be designed to allow the WVR to measure along the opticalodixihe
antennas.
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Figure 19. Offset optics used to collect the sky emission along the optical axis of the antenna into
the WVR.

The WVRs are only able to detect the variations in atmospheric brightness temperatures duedtastBeli €
atmosphere (i.e., pwv). There are also variations due to the changes in bulk ambient temperature at
different heights above the observatory. It is expected that these could become significant during day time
and some techniques are being currentlydied to try to measure them (including thermal sounders of the
atmosphere that use the profiles of the emission of the oxygen molecules).

Thebrightness temperature variations of the sky that the WVRs have to detect are sometimesiailie
so the quality of the receiving system becomes very important. In fact, the current specification for the
l'[a! 2+wad Aada GKFd GKS& ySSR (2 Fftft2g O2NNBOlA2Y A

14

U
pa A
wherew is thetotal water vapor content along the line of sigland L, the total fluctuations observed at
any given time Therefore, this formula includes the expected error of about 2% in measuring the total

fluctuations, and states the total resulting path err@fier correction (Ley). For a 1mm pwv, the residual
term in the formula would be 20pum.

10 P pfta T8t g O

The stability specification for the WVRs is very stringentKOpkakto-peak over 10 minutes and 10 degree
tilts). To achieve this, a Dickavitchingradiometer @proach was adopted. The input into the mixer is
switched periodically (5.36 T 0 6SG6SSy (62 OFftAONI GSR f RanBIBKO (G KS
respectively), and the sky using a rotating vane embedded in the light path as shBignria 20
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Figure 20. Optical layout within the WVR encasing, showing the loads, the chopper vane and the
input feed to the mixer.

Calibration of themeasurementss done following the usual method for al@d system. The ratios of the

odz(i LJdzli L2 6SNB 6KSYy 20aSNWAy3I (KS aK2G¢ |FyR aO2fR
temperatures.Furthermore, these output powers from the loads are also used to extrapolate to a virtual

load that has a brightness temperature similar to that leé tatmosphereThe specification for the absolute
accuracy of the calibration isk (max error).

The mixer system is an wnwoled DSB Schottky diode pumped by an LO @&H5 that undergoes 2 stages of
multiplication. The receiver noise temperature isoab 1000K. After amplification, the IF signal is split into
four complete chains (one per filter) and a bandpass filter is applied to select the four desired sampling
regions in the profile of the water vapor emission line. In each IF chain, the sigleecded with diodes

and after a Voltag¢o-Frequency conversion, sent to the Control section for accumulation and control.

There is a possibility of LO leakage out of the WVRs that could affect the ALMA receivers in the same
antenna and others nearby. Tavoid coherence, all the WVRs are tuned to a frequency slightly different
(offsets by consecutive integer multiplesd kHzup to the total number of WVRs availaple

The final product sent to the ALMA Control system are isteenped, calibrated measum@ents of the
brightness temperatures in the 4 filter regiofihe path lenght error due to the pwv can be calculated from
these brightness temperatura measurements and used to correct the #atenvisioned that corrections

at the scales of the sampginrates of the WVRs will be posible at the correlator and that refinements for
longer timescales will be done offline in CASA usingwirgcaltool.
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3 Amplitude calibration device

The ALMAspecification for calibration repeatabilfynas been set tde beter than 1% for frequencies
below 300 GHz and better than 3% for all other frequencies covered by the ALMA FrombEathieve this
goal, ALMA has adopted a tvmad amplitude calibration approach.

The Amplitude Calibration Device (ACD) is located atimveryostat. It consists of a robotic arm attached

to the top plate of the frortend (Figure 2). The armholds two calibration loads, one at ambient (i.e.,
receiver cabin) temperature and the other one maintained af@(353 K). In addition, this amisoholdsa

solar filter to attenuate solar radiation during observations of the Sun (solar observations are not available
during Cycle 0). The arm is designed to allow the two loads to be placed in the path of any of the receiver
beams Figure 22. Typcally it takes 2 seconds (TBC) to move the arm from the park position to the position
where one of the loads is in the beam, and also 2 seconds to change between loads

Figure 21. Lateral view of the ACD on top of the ALNtAnt-ends

®ACalibration Repeat abi tepeatsdineasueements ofthe samayfluxadenkitees (or drighreds e
temperatures) for the same source under different conditions (weather, telescope elevatiers] Btatts, etc.).

29



Figure 22. Top view of an ALMA frat end showing the robotic arm of the ACD retracted during
normal observations or on top of one of the fronend inserts for calibration. The current
design has been improved by placing all the loads in a wheel.

To accurately calibrate radio astronomical data to a temperature scale, the actual brightness of the two
loads has to be precisely known. Critical to thigbcation precision is the coupling of the load to the beam

of a given band. This coupling must be very good at any telescope elevation and free of reflections of the
load emissionThis is becauseng reflection from the loads back into the cryostat woblel terminated at a

different temperatue and would cause standing wave®oth loads have thus been designed so that the
actual effective brightness temperature and that computed from the measured physical temperature (with
sensors embedded in the loads)ing known emissivities differ by, at most, - 8/3 K and +/1.0 K for the
GFrYoOASY(lé |yR aK2(i¢ f2FRazx NBaLISOGAGSted ¢KAA NBIJd
FNRBY G(G(KS aSid GSYLISNI (dzNB GKI { ore, mBretlrd |6s8 sptiRcatiora fdd i K S
these loads are60 dB and56 dB, respectively.

3.1 Atmospheric Calibration Procedure

The ACD is used to measure the receiver temperature and the sky emission by comparing the signals on the
sky, ambient and hot load3.his is known as atmospheric calibration (ATM calibration), and is required to
correct for differences in the atmospheric transmission between the science and the celestial amplitude
calibrators. Normally ATM calibration is done during observations, bed#tr the science target, as well as

near the amplitude calibrator.

Traditionally, most mm and sulnm observatories have used the sind@d calibration method, but several
simulations have shown singlead calibration is not capable of reaching thelmation accuracies required

by ALMA at all of its observing frequencies. However, that method has the very desirable feature that it is
only weakly dependent on the opacity of the sky at the time of the observations.

A method, using the two calibrationdds within the ACD, has been devisedhe pastto try to achieve the

alYS 6SI1{ RSLISYRSyOS 2y GKS 2L OAGASE G GKS GAYS
the voltage outputs from the observations of both loads to simulate a singld Vaith a brightness
temperature close to that of the atmosphere at the observing frequentlis fictitious single load is defined
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factors are almost independent of the optical depth.

The fictitious load voltage output, s defined as:
VL = aVLl + (1_ a)VLZ

whereh is the weighting factor, and, Y V., the output voltages when the two loads are measured. From
this definition and some algebra, one can find the optimum weighting factor needed to minimize opacity
dependency, and the correspding resulting calibration factors are:

a :h‘JM +(1' h)Jsp' ‘JLZ

‘]Ll'JLz
TCA_ :(‘JMS_ ‘Jlag)"'gés-l‘i (JMi' ‘JBG)
GKSNBE ' A& GKS FT2NBI NBRKSTAARSSY OB RF (K AESL, Hratd8 §y B EJ

X are the emissivity temperatures of the average sky, the-epi, the two loads and the background
radiation, respectively. The subscrigtandi represent the signal and image bands, respectively. The system
temperature is then derived using the foritau

T VS KY

CAL
VL - VSKY

TS

ys:

For ALMA it has been found that with the current system, the-limearities are the dominant source of
error for this calibration. The system electronics and SIS mixers are not fully linear and dominate the
calibration accuracthat can be achieved for Cycle 0.

4 TheCorrelator

As mentioned earlier the observed skgquencies need to be downconverted fi@quency bands between

0-2 GHzn order to send the signals to the correlator. The frequency downconversion involves aleeabf
Oscillators (LOs). The LO and IF systems are described in diftaibppendix(Sectionl4.5. The frequency

bands between @ GHz are called basebands. The Correlator can handle up to 8 basebands simultaneously
(4 basebands per polarization).

The rrelator used in Cycle (the 64input Correlato) is of a digital hybrid design that enhances the
performance of more traditional lag correlatorXf’ called an FXF systerfhis correlator is described in

detail in Escoffier et al. (2007, A&62, 801)lt operates in two basic modes, TDM (Time Division Mode) for

low resolution wideband continuum observations, and FDM (Frequency Division Mode) for higher spectral
NEazftdziazy Y2RSa GKIFIG OFy 0SS &Sl S/GREfdesbasebdnd. Yhielf SR 6
Correlatoris physically located in the AOS Technical Building.

A simplified block diagram of the Correlator is shawfkigure 231t consists of 4 quadrant&ach quadrant
can handle a full baseband pair (defined as one of treebands in each polarizatiofgr up to 64antennas
for a total bandwidth per antenna of up to 1BHz. The data is corrected fgeometricaldelays prior to
processing, and for quantization errors during the processiwg of the quadrants are availabl®f Cycle 0

" X=correlation and F=Fourier Transform
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Theywill be able tohandle all baseband pairs for 32 antennas for a total bandwidth per antenna of up to 16
GHZz(in 2 polarisations, that i8 GHz per polarization)

In FDM mode a&ch 2 GHzbaseband is subdivided int@s many a2 subbands 0f62.5 MHz bandwidth

each This is done using digital filtering in the Tunable Filterbanks (TFBs). To provide more than 62.5 MHz of
bandwidth, multiple TFBs are set up for adjacent frequencies. To avoid aliasing and edge effects, only 15/16
of the total bardwidth from each TFB is used, giving a bandwidth pessuial when operating in this mode

of 58.5975 MHz (also the stfand separation is 58.59MHz). The remaining edge channels are truncated
within the correlator, and not visible in the data in FDM modibe center frequency of each of the sub
bandswill eventually beindependently tunable for flexibilitybut for Cycle 0 all TFBs in use are joined
together in the data processing to give Spectral Windows (SPW)nwitinal bandwidths from 62.5 to
2000.0MHz in steps of 2, depending on the number of falmds used (but note thavailablebandwidth is

15/16 of these for reasons given abovA} the output of theTFBsthe signals are rgquantized to 2or 4 bits

(for Cycle 0, only the-Bit mode will be availablesee Sction4.4) for correlation.FDM provides up to 7680
channels per baseband pair in Cycld-6t N polarisation products, the number of channels is 7680/N. FDM

is used mostly (although not exclusively) for spectral line observing.

In TDMmode, the TFBs are bypassed athe full 2 GHz basebanis fed through the correlator.He signal is
distributed in time over several correlator chips, each of which performs the -carsslation for some
fraction of the time. The correlationare then re-combired to get the fully timesampled dataThe TDM

mode provides for up to 256 channels per baseband (for N polarisation products, the number of channels
are reduced to 256/N), and no edge channels are dropped (the full 2000 MHz are coveredngesmine
truncation of the edge channels in offline data processjrgge Section 5.4). All the spectral channels are
delivered in the datasets, but is recommended that 1/16th of the baseband (i.e, dr 8 channels at each

end ofthe spectrumfor double and single polarization, respectiyalyremoved during theffline reduction

TDM isused mostlyalthough not exclusivejyfor continuum observingTDM has theadvantage of having a
lower data rateand is therefore used for continuum pointing, focussing etc.

In the crosscorrelation modules,hiie multiplyand-add operations are performed at a clock rate of NBz

(4 GHz samples divided by 3ZEtach boardRigue 24 contains 64 « lag correlator chips, connected in a
matrix to provide the required complex correlatior@rosscorrelation data goes then to a time integrator
(the Long Term Accumulator, LTAFigure 23 that adds the data up to an integer multiptedf 16 ms for
crosscorrelations and multiples of ths for autecorrelations.The Fourier transforms are done on each-sub
band and the final spectrum is formed by stitching together the-lsabds. There ia maximum number of
spectral bins of7680 per baseland in single polarisation, and 3840 in dual polarisation. @ihta can be
further co-added in the Correlator Data Processor (CDP). It is expected that thal&iRIl be used for
reattime corrections of the phase fluctuations using the WVR dalthough it is also possible to do this
correction offline in CASAach baseband signal is fed to one correlator section, which can have several
different bandwidth modesalthough i Cycle 0, all the correlateneed to be set to the same mod&he
next sectim describes the further processing of the data from the correlator.

The full list of correlator modes is givertire Capabilities page the Science Portal:
(http://mvww.almascience.org/caffor-proposals/capabilities
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Figure 24. Correlator board, with the 8x8 array of custom correlator chips, each with 4k lags.
There are 128 such boards per correlator quadrant adding up to a grand total of 32768 chips.

4.1 Correlator data processing i spectral and channel-average

The correlator prodces two datasets, the complete spectral data, and the chaawnetaged data. These

are normally written to the archivéfom the CDP (the central correlator computert) different rates The
primary purpose of the channalveraged data is to provide a sheal dataset for the online process
software, which computes reatime pointing and focus corrections. It is stored in the ASDM (ALMA Science
Data Model) dataset as a separate spectral window from the channelized data, but should not normally be
used forscience purposes. The continuum data for science observing will need to be constructed offline in
CASA (Common Astronomy Software Applications) using the appropriate portions of the channelized data.
The channelized data contains the requested numbehaheels for each requested polarization product

The time intervals involved at this stage of the observing and data aquisitideesealsd-igure 2%:

1 Dump duration: The internal time period inside the correlat6 ms for cross correlations and
multiples of 1 ms for aut@orrelations)over which data is accumulated before sending to the CDP.
Data can be corrected for atmospheric phase fluctuations using the WVR correction once every
dumpin the CDP, or offline in CASAring observationshe dump tme in FDM mode should be in
multiples of 48ms and in TDM mode 32 ms.

1 Channehlverage time time interval between channelverage data being sent to the archive. The
channelaverage time must be a multiple of the dump duration.

1 Spectralintegration time: Spectral data is sent from the correlator to the archive (and ASDM) once
per spectraintegration time. The spectrahtegration time must be a multiple of the dump
duration. It is alsaisually set to be multiple of the channel average time

1 Subscan durdion: total time per subscan. In an observation, this will effectively be the shortest time
interval integrating on the source (on aload, or in the raster scan total power mod¢. The
subscarduration must be a multiple of the spectrategration time.

1 Scan time total time per scanMust be a multiple of the subscan duration.
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Figure 25. Data processing and accumulation steps in the correlator and archive. The timing
intervals shown are described in the text.

4.1.1 Final data product i the ASDM

The final data product in the archive is tASDM(the ALMA Scince Data Model). In the ASDM the taté
are saved as two spectral windows, one (with a dimension of 1 chamangbolarisation produgtfor the
channelaverage and one (#i a dimension ofN channels pepolarisation produc} for the spetral data.In
addition to the data from each spectral window, the WVR datalso stored as a series fur spectral
windows near 183 GHZhe ASDM is described in more detail in Section 10.5.

4.2 Spectral resolution and smoothing

It is possible to select various spectral smoothing functions in the corrdkeable 2. These provide
different levels of smoothing and (spectral) sidelobe Is\(see
http://mathworld.wolfram.com/ApodizationFunction.htnfor a full description of these). The default is
Hanning, which means that the spectral resolution of the data will be Zh@é gltannel spacing.
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Table2. Spectral Resolution

Mode Resolution (FWHM) | Maxspectral
(channels) sidelobe
Uniform 1.2 -0.22
Hanning (default) 2.0 -0.026
Hamming 1.81 -0.0069
Bartlett 1.77 +0.047
Blackmann 2.230 +0.0012
Welch 1.59 -0.086

4.3 Correlator speed and data rates

The maximum data rate from th€orrelatorin the 16antenna Cycle 0 mode is currentypout 17 MB/s.

This willeventuallybe improved b the design specification of 88B/s, but sets limitations on thehortest
integration times from the correlatofi.e., the shorter the integration times, the larger the data rai)ese
limitations should not have any impact on the science that can be done in Cycle O because it is actually
expected that these high datates will be seldomly reached. The usual spectrum integration times are
expected to be of the order of 10 seconds.

4.4 Sampling the data

Correctly converting the analogue signal into digital signals requires that the data be sampled at a rate equal
to or more than the Nyquist frequency, i.e. 2x the highest input frequency, or 4 GHz. The samplers have a
limited number of levels, specified by the number of bits in the resulting digital datastream. There are two
main sampling stages:

1 The first stage of digitation is the sampler in the backend (BE) at the antenna. Thisliéta 3
sampler (8 levels), and the digital signal is converted to a parallel datastream for transmission over
the fibre-optics to the correlator room.

I The second stage of sampling is frtma output of the station cards feeding the correlator boards
themselves. This can be &R or 4bit sampling. In the latter case, a reduced number of channels is
available. In Cycle 0, onlybt sampling is available.

Because of the limited number bits in sampling, there is a slight increase in the noise on the signal from
the digitisation (the quantisation noise). This depends on the number of bits and the level into the samplers,
as shown below. In the best case, the loss withit2s 12%, whicldecreases to 2% for akit sampler.

5 Sectral setups

Creating a spectral setup effectively consists of setting the local oscillators and correlator in the system such
that the spectralwindows cover the desired linend/or continuumemission The spectraketup is defined
using the Observing Tool (sdwtp://www.eso.org/sci/facilities/alma/ot/ot referencemanual.pdfor full
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details about the OT). In this section we describe htwy OT information is used to set up the ALMA
system.

During proposal preparation with the Ohetuserschoosethe frequencies of the lines to be observed, and
the OT will look for the best solution for the settingsthe LOsThere are effectivel¢ LOsin the system:

LO1 which sets the frontentdining frequency, LO2 whicpositionsthe basebandswithin the receiver IF
output (there are 4 LO2's), LQhich is the clock frequency of the digitizers (fixed at 4 GHz), and LO4, the
TFB LOswhichare digital LGs in the correlatorpositionthe spectral window withireachbasebandThe OT

will automatically choose values fthe [ hm>X [ hH YR [hn FTNBIdzSyOAaSa ol a
spectral lines or frequencies to be observekthere are, however, seva restrictions for the spectral setups
(see alsorable 8in the Appendix Section14.9): the edges of the 2 GHz basebands cannot lie outside the
receiver tuning range listed inTable 1 and the edges of the spectral windows cannot lie outside the
basebands. Neverthelesby adjustment of the LOs, it is possible to move narrowband-tagblution
spectral windows around to simultaneously observe multiple lines within tia¢ hiigh resoltion. Note that

in Cycle 0, only a single TFB LO value is allowed for all SPWs (rtib& iBand there is only one SPW per
baseband is available.

Figure 26 which is adapted from the Spectral Editor of thies@rvingTool (OT), illustrates a spectrsétup.
The blue hashed area represents theceiver tuning range (in this caseari8l 7), and the curved line the
nominal atmospheric transmissiohCl is set to $0.7 GHz,and the upper and lower sidebands are shown
as yellow shaded areas. The four basalsrshown by the blue crossesn be moved around within the
sidebandsHerethey are set to cover as much of the sidebands as posgiite a centre separation of 2
GHz) The spectral windowsansample either the whol&aseband, or, if high spectralselution is required,

a subset of the basebanth Figure 28he SPWsare set toa width of 500 MHz, butcanbe set to a number
of values ranging from 62.5 MHz to the fulGHz by factors of &eehttp://www.almascience.org/caifor-
proposals/capabilitis).

Observad Frequency

345,00 350000 355,00 360000 36500

——
BED BE1 BEZ BB3 W

5]’%2
S5PWO - £W3
L SPWI
e e |
T T T T3aefoo T T T Tagplop T T T Tasgfop T T sgoloo T T Tsgclog |

Figure 26. lllustration of a frequency setup, based on the OT spectral display. Yellow areas are the
IF ranges, blue crosses are thk875 GHzwide basebands (BB@), and green rectangles
represent four narrowband spectral windows (SPWI). The frequency of LO1 is shown by the
central vertical line. The blue hashed area shows the possible tuning range of the frontend, and
the curved line gies an indication of the atmospheric transmission.
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5.1 Spectral setups for multiple lines

The wide IF bandwidth and tuning ability allofes simultaneous imaging of multiple linedowever, the
restrictions for Cycle 0 means that setting up spectral windaatis multiple lines is more involved at this
stage. Some template setups will be available within the OT. Soamples(with the approximate line
frequencies in GH&re shown inTable Jfor a redshift of zero). Note that when only 3 basebands are listed
the fourth one would normally be set up for a continuum observation (or perhaps a fainter line). Also,
except in some cases, the lines will not generally appear in the center of the SPWs.

Table3. Examples of multiple bright lie configurations possible in Cycle 0.

Band Species/transitior] Frequency| Sideband bandwidth | baseband
3 HCO 1-0 89.188 LSB 62.5 1
HCN 10 88.632 LSB 62.5 2
CHOH 101.293 | USB 62.5 3
H,CO 101.333 | USB 62.5 3
6 coa1 230.538 | USB 500 1
co 21 219.560 |LSB 500 2
co 21 220.399 |LSB 500 3
7 coz 345.796 | LSB 500 1
HCO 4-3 356.743 | USB 500 2
HCN 43 354.505 |USB 500 3
9 “co 65 691.472 | USB 500 1
CS 1413 685.436 | USB 500 2
H,S 687.303 | USB 500 3
C'0 65 674.009 |LSB 500 4

5.2 Spectral setups for lines near the edge of the bands

The Cycle 0 version of the OT only allows lines to be observed at the centre of SPWSs. There is also a
restriction that the selected bandwidth cannot fall outside the maximum or minimum tuning range of the
receiver. This is an issue for certain lines at the edge of the tuning ra@ge example is observations of the
2C0O0=10) line at a redshift of zer@t 115.271 GHz), which is close to the maximum tuning range of Band 3
(116 GHz, se€able ). A setup usinghie 2 GHz modwill not validate within the OTThe solution is to set

the observing frequency to a lower valwehich offsetghe line transitionfrom the SPW centre. For example

if the observing frequency is set to 115.000 GHz, the setup will validat¢éhariche will still appear within

the SPW.

5.3 Observing lines and continuum

Simultaneous observations of both line emission and continuum are possible. To maximise the continuum
sensitivity, one of the widest bandwidth modes should be chosen (i.e. 1.875nGH¥YM or 2 GHz in TDM,;

the usable bandwith in both cases will be 1.875 GiHsee Sction5.4). Note that in Cycle 0 it will not be
possible to mix correlator modes, e.g. a spectral window with a bandwidth of 1.875 GHz and another with a
width of 62.5 MK. Therefore there may be a compromise required between the need of high spectral
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resolution and maximising the total bandwidth and sensitivity for continuum. If this type of observation is
required, an option is to select a mode with just enough resotufmr the spectral line observations, which
would yield the largest bandwidth for continuum. Another option is to set up two separate science goals
(which will require more observing time).

5.4 Usable bandwidth

The IF system contains an aatiasing filter which limits the bandwidth of the basebands. Nominally this
filter has-1dB points at 2.10 and 3.90 GHz, giving a maximum bandwidth of 1.8 GHz. However, the IF
response is such that the usable bandwidth ighdly higherc i.e., 1.875 GHz. In FDM mode, the correlator
outputs a bandwidth of 1.875 GHz, thus in FDM, the full bandwidth in wideband mode can be used. In TDM
the correlator outputs a bandwidth of 2.000 GHrit typically theedges of the spectra amffected by low

power due to this filter and some ringing effects. It is recommended that 4 (double polarization) or 8 (single
polarization) channels are filteremianuallyoffline. Thisresults inthe sameusable bandwidth in both TDM

and FDM modeandisillustrated inFigure 27

Amp vs. Channel Amp vs. Channel

T T T T T T T T 1 T T T T T T T
0 20 40 60 80 100 120 0 500 1,000 1,500 2,000 2,500 3,000 3,500

Figure27. Comparison of TDM (left) and FDM (right) showing the dropoff in total power at the
edges in the two mode€.olours represent the two polarisations from an example antenna. The
2.0 GHz bandwidth output from the correlator in TDM mode shows the drop in power in the
upper and lower ~4 channels due to the adatiiasing filter. In FDM, only the central 1.875 GHz is
output from the correlator, and the drop in power at the edges of this bandwidth is negligible.

6 Cycle 0 Configurations

6.1 Introduction

The basic data produced by ALMA are the visibilities which sample the sky emission of the field of view in
the Fourier phne. These visibilities are obtained by the correlation of the signal for each pair of antennas.
Thus, the location of the antennas constrain drggular resolution, the dynamic range and theliability of

the reconstructed image®ALMA will have in tatl 192 antenna pads for the 66 antennas. During Cycle O the

16 antennas will be placed on a smaller set of pads located in the the central part of the array. Cycle 0 will

39



include two different array configurations in ordeo tachieve differentangularresdutions and to get a
reasonable coverage of short baselines for imaging of extended sources. The antennas will be moved from
one configuration to the other according ®ection 3 in the Capabilities section of theMASiencePortal:
http://almascience.org/catfor-proposals/capabilities and science projects will be observed in the
configuration best suited for the requestegatial resolutionand, more generally, the wsoverage.

The angular resolutioachievable duringa given observation depends on the-coverage and the inversion
process from the wplane to the real imageHowever, it has been found that a good measure of it is
obtained by using the RMS projected baseligig;§) ofthe observations. A rulef-thumb would thus be:

Moreover the Field of View (FOV) of an observation is given by the size of the primary beam of the antenna
with a diameter D (in meter) at a frequency f (in GRliging the HIf Power Beam Width as an esate, the
FOV is givehy:

— XTG,—}%BC

Finally,a ruleof-thumb used to define the maximum angular scales observable by an interferoméld¥ is
times theratio of the wavelendt to the minimum baselingB..in) projected in the direction of the source
(hereafter the Maximum ScaleThis corresponds to structures whose flux would be recovered only at the
10% level. Angular scales larger that these are still detectable, but {ghy flux would be recoveredrom
themo A @S o> (G KS & G NUzO dtcteiicibe hoed thad tNidSapids @ S Rendedifrdctbies
both of any pair of orthogonal directions on the skifollowing the preceding nomelature:

— OXpEIFH-C

For Cycle 0 the number of antennas/baselines available is still not enough to give a very good snapshot
performance. This implies that for soecthat are not pointike, some uvinformation may be missed with

short observations. Thiaffects the imaging performance of the observatioaspecially if the sourceare

highly asymmetric and/or wheneverhigh imaging dynamic range is desired (> 100). For the cases outlined
above (and whenever the source shape is NOT-kmelvn, just theextent), olservations of the same
source covering a range Bibur Angles are advisable and should Rplieitly requested by thelR

6.2 The Two Cycle 0 Configurations

6.2.1 The Cycle 0 Compact Configuration

The Compactconfiguration aims to provide good wovelage for extended sources with a lowangular
resolution than theExtendedconfiguration (seelable 4 and b It isdesigned to give good uv coverage of
extended sources and therefore an excess, with respect to a pure Gaussian distribution, of short baselines
have been included.

Antenna Positions
Thedistribution of theantennas of theCompactConfigurationis shown irFigure 28The maximum baseline
for this configuration is 125 m, antié minimum projected baseline in that configuration &m.
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Figure 28. Antenna positions for the Compac€bnfiguration (baseline <125 m) with labels fahe
pad names
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Figure 29. Shadowing fraction (the percentage of visibilities for which one antenna partially
Al TAEO AT T OEAO AT OATT AB8O0 OEAx 1 £ GEhburd»ALAO
3 hours in HA) verssithe target declination in the compact configuration.

The radial density of the visibilities, shownFigure 3Qorovidesa high density of points at short baselines (<
40 m) ensuring a good imaging of extended sources upddaximum Scalédistedin Table 6 The azimuth
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distribution of the visibilitiesn the uv planeis constant enough over the full range elp ensure a good
deconvolution. There is no blockigg¥ 2y S FyGaSyyl o6& | yféridédimaiorsfroghi Sy y |
-64 to +11degreesfor 6 hour tracks (+/3 hours in HA) as shovimFigure 29
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Figure 30. Radial (top) and azimuth(bottom) density distribution of the data points in the uv
plane, normalized to the total number of visibilities during the observation, for a source with a
declination of-30 degrees and 6 hours of observation (& hours in HA)
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uv-Plane Coverage
The uwcovergye of the compact array configuration in an observation of 6 hours3+lours in HA) is shown

in Figure 3for various deghations €60, -30, +0 and +30)The central gap with a radius about 15 meters
preventsthe detection of structuresthat are smooth on scaldarger thanabout 3-21 arcse¢ depending on
the ALMA band used (s@able ¢. That limitation isa characteristic o&n interferometer where apatially
uniform structure larger than the fringe spacing formed by the shortest lases not measured. Here we
estimate that angular scale by computing the angular scal@.®times the ratio of the wavelendt to the
length of the shortest baseling.e., Maximum Scale, see abov&he uvcoverage fomorthern sources is
squeezed ang the vdirectiondue tothe projection of the NorthSouth baselinedzor such higiteclination

sources the synthesized beam is highly asymmetric.
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Figure 31. uv-plane coverage for a source observed during 6 hours-(3/hours in HA) with a
Dec=-60,-30,0 and +30 degrees (shadowed visibilities are rendered in .red)

The sparser radial distribution of theeeverage for a short observation, for example 30 minteseafter

calleda snapshot observation is less adequate for highuality imaging. Neverthelessince the Cycle 0
configurations haveufficient uvcoverage at a range tfaselinessuch snapshot observatioase adequate
for detection experimentsOne should be careful, though, to ssme that snapshots will be enough to

produce good quality fluxes and positions for unknown sources.
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Because of the incomplete tooverage the array acs asboth a highpass and lowpassfilter on the sky
emission and theflux of resolvedsources is not recovered entirelyFigure 32hows thesampling that can
be achievedn Band 3 and with the Compact Configurationas a function of the source size (assumed
Gaussian) The computation was done using teendatatask in C&A which performs the simulation of the

uv-coverage and the imaging (cleaning) of the observation for a Gaussian source at a declinaZon of

degrees Figure 3learly shows the effects of missing flux at short spacings, and the impact that a longer

observation has in recovering spatial informatidnmore detailed model of this spatial filtering is shown in

Figure 39.
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CompactConfiguration. Black lines are for Band 3 observations at 100 GHz and red lines are for
Band 6 observations at 230 GHz. Top plot shows a short observation (30 minutes) and the bottom
plot is for a 6 hour (+£ 3h HA) track. The abcissa is the radial dis@in the uwplane

Beam shapes®

The ALMA simulatorisee Sectiof7.1) givesthe resultingbeam shapdor a given antenna configuration and
source parameterdrfput parameters are th@bserving frequency, declination and duration of observation)
Besideghe shape of the synthesized beam (FWHM of major and minor axes and orientatiat) gives
the angularresolution, another important factor is the level of the sidelobessociated withthe beam.
Sidelobesresult from unmeasured portions of thev plane and are ameasureof the magnitude of the
defects that must be corrected by any ige reconstructionalgorithm. An array with lower sidelobes
produces more accurate images.

Figure 33shows the beam shape produced binulationsusingthe compact configuration at different

declinationsin Band 6 It also displays the pattern of the sidelobewhich is very dependent on the

declination of the sourcedrause of thehanging uxcoverage. Fonorthern sources, the sidelobes of the
beam ae more irregularand their levels are higher than those smfuthern sources but still below 10 % of
the peak of the synthesized beam. For the southern sources (B@end-30), the absolute sidelobe levels
are lower than 6% of the main peak
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Figure 33. Beam shape of the Cycle&®@mpactConfiguration for a source at Dec=60,-30, 0, +30
degrees observed at a frequency of 230 GHz for a duration of 6 Heurs3 hours in HA)

8 Beam shapes can be plotted usiimgdata.
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6.2.2 The Cycle 0 Extended Configuration

The Cycle @xtended configurations designed for observations of sources witgher angular resolutions
The shortest baselines are of 30 to 40 metdéhe maximum baseline is 400 mete@nd the FWHM baseline
distribution is 280 metergFigure 34. For this configration there are noshadowing issugfor sources at
reasonable elevationsSince he main purpose of this configuration is to obtain a higaegularresolution,
it recovers lessf the largescale structure because of the lack of slkeottaselines (se€igure 37.

Antenna Positions

Theantennas in the EendedConfigurationare distributed in an areaof 400x 400 mas shown irFigure 34
Onlyafew pads are common to th@ompactConfigurationwhichwill requirenearly totalrepositioningof
the antennas from one configuration to the other.
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Figure 34. Antenna positiorsfor the Extended Gnfiguration (baseline <400 m) with pad name
labels.
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Figure 35. Radial (top) and azimuth(bottom) density distribution of the data points in the uv
plane, normalized to the total number of visibilities during the observation, for a source with a
declination of-30 degree and 6 hours of observation (3 hours in HA).

uv-Plane Coverage

The uwcoverag for the Extended Configurationis shownin Figure 36for an observation of 6 hours (+3
hours in HAYor sourcesat different declinations. The dense distributiai baselines shorter than 120
meters €f. Figure35 and 3¢ isapparentat all declinationsObservations ofiorthern sourcegesult inan
asymmetric uwcoverage.As for the compact configurationsnapshot observationsre sufficient for
detection experiments but less adequate for higlality imaging The spatial resolutiorprovided by this
configuration may be well suited tihe imagingof compactsourcesor structuresin fairly crowded fields.
The missing low spatial frequencies in thecawerage will prevent theroper imaging oéxtendedemission
(seeFigure 36 and Tab®. A plot of the sampling attained by a short 30 minute observation and a longer 6
hour track is shown ifrigure 37or Bands 3 and 6 and a series of Gaussian sources of different’sinese
detailed model of the spatial filtering caused by the Exesh@onfiguration is shown Figure 39.
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observations at 230 GHz. Top plot shows a short observation (30 minutes) and therbgilot is
for a 6 hour (+/- 3h HA) track. The abcissa is the radial distance in theplane.

Beam shapes”’

The beam shapes obtained with thextended Configuration are shownn Figure 38for observations of 6
hours (+£ 3 hours in HA) at different dechtions inBand 6 (f = 230 GHz). Because of the lower density of
the uwv-coverage compared to the compact configuratitime sidelobes are more prominent, reaching 17%
of the centralpeak fornorthern sources. In the case of-8@inute snapshot observations, the sidelobe levels
can be larger than 30% of theentral peak. Such short observatiossiould be restricted to detection of
point sourcesNote that theMaximum Scale (se@able § detectabé with the Extended Configuration can

be as small as3arcsec in Band 9.
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Figure 38. Beam shape in thExtendedConfiguration for a source observed during 6 hours (+/
3 hours in HA) with a Dec=60,-30, 0, +30 degreg$ = 230 GHz)

6.3 Summary

Table 4 and Present the leam sizesof the two configurations for each band for a track of 6 hours @/
hours in HARt different declinations.A nominal frequency is chosen for each band: Band 3, 100 GHz; Band

° Beam shapes can be plotted using simdata.
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6, 230 GHz; Bah7, 345 GHz; Band 9, 675 GHable 6presentsthe MaximumScale detectablen each band
for the two configuratiors. It is computed usin@.6 timesthe ratio of the wavelendt to the length of the
minimum baselind.,,, (see above)

Table4. Summary of the spatial resolution, in arcsec, with the minor/major axistioe

synthesized beam for the Compaadi@iguration (baseline < 125 m)

Band 3 Band 6 Band 7 Band 9
Dec. Maj. Min. Maj. Min. Maj. Min. Maj. Min.
-60 6.0 5.1 2.6 2.2 1.7 1.5 0.9 0.7
-30 5.5 4.8 2.4 2.1 1.6 1.4 0.8 0.7
+0 5.7 5.1 25 2.2 1.7 15 0.9 0.7
+30 7.8 5.1 34 2.2 2.3 1.5 1.2 0.7

Table5. Summary of the spatial resolution, in arcsec, with the minor/major axisioe

synthesized beam for thextended Configuration (baseline < 400 m)

Band 3 Band 6 Band 7 Band 9
Dec. Maj. Min. Maj. Min. Maj. Min. Maj. Min.
-60 1.7 15 0.7 0.6 0.5 0.4 0.2 0.2
-30 15 14 0.6 0.6 0.4 04 0.2 0.2
+0 1.6 14 0.7 0.6 0.5 04 0.2 0.2
+30 2.2 15 1.0 0.7 0.6 0.4 0.3 0.2
Table6. MaximumScale (arcsec) for a source at Dee36 degrees
Configuration Compact Extended
Bmin (Meter) 15 30
Band 3 () 21.0 10.5
Band 6 () 9.0 45
Band 7 (f) 6.0 3.0
Band 9 () 3.0 15
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6.4 Basic Plots of Cycle 0 Observing Parameters and Sensitivities

Thefigures in this sectiorfFigure 39 to 4Bprovide an overview of the expected sensitivities for Cycle O
intended for proposal planning. They are calculated with the sensitivity cédcufar central band
frequencies: 100 GHB4nd 3), 230 GHZB&nd 6), 345 GHAB&nd 7)and 675 GHz(Band 9). The actual
sensitivities vary over the band as indicated#ation 2.
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Figure 39. (top) Angular resolutions(FWHM of the synthezised beam at declination DE@G-

deg) for the early science configurationdottom) Array sensitivity as function of angular scale

for the Compact and Extende@ycle O configurations; normalized to 1 for the peak of the

Compact Confjuration. The angular scales decrease linearly with observing frequency as
indicated on the axis label. The UV sampling results from a 6 hour observation of a source at DEC
=-35 deg The vertical lines are the equivalent angular scales on the minimum arakimum

baselines per configuration.
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Figure 40. Precipitable water vapour (PWVYyalues assumed by the ALMA Sensitivity Calculator
for observations in the different ALMA bands. Typically better weather conditions will be chosen
for higher frequency bands.
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Figure41. Flux density continuum sensitivity, defined as 5 times the noise RMS, that can be
achieved in al- hour observation.
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Figure 42. Brightness continuum sensitivity, defined as 5 times the noise RMS, that can be
achieved in a 1 hour observation.
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Figure43. Line sensitivity, defined as 3 times the noise RMS, for a 3 km/s line width that can be
achieved in & hour observation.
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7 Simulations of Cycle 0 observations

7.1 Introduction

7.1.1 The ALMA Simulators

The following twosoftwaretools are availableéo help users simulate the image that might result from an
ALMA observation:
1 The CASA tasimdata , which is described in the CASA Manual frooh the websiteat
http://casaguides.nrao.edu/index.php?title=Simulated Observatidie ALMA Obseation
Support Tool (OST), whiés available at # websitehttp://almaost.jb.man.ac.uk/

Both simulators use themtoolkit package in CASAnd are available from links within the ALMA Science
Portal (under Documentation and Toolsfhe CASAask simdata turns a model of the sky (2 to 4
dimensions including frequency and Stokes) into the visibilities that would be measyrea given
configuration ofALMA. The task also can producR & O 2 y @ 2léa@e8 Rnagexof the model visibilities,

make a comparison with thénput image convolved with the synthesized beam, and calculate a fidelity
image®. Simdata can add thermal noise (from receiver, atmosphere, and ground) to the visibilities, and it
uses an atmospheric model to calculate atmospheric signal corruption effects (noise) as a function of
frequency and site characteristics. Téra CASA todit can sinulate phase delay variationgan fluctuations

and drift, polarizationleakage and bandpass errors to simulated daganalso has more flexibility in adding
thermal noise tharsimdata .

OST is a webased interface to an ALMiaintained by the EU ARC noreManchester (UK) and &SO
Likesimdata , it is based on the CAS#n toolkit, but uses different wrapper scripts, arid particular,
interpolates the atmospheric opacity asfunction of frequency from a grid, wheresisndata calculates a
new atmospheic profile. Slightdifferences in atmospheric noise can result

Note that significant differencesometimesexist between the noise predicted by th&l MA Sensitivity
Calculatorand the measured RMS8 the simulated imagesThese differences amimarily because the RMS
measuredin animage depends sensitively on the details of how the image is deconvolved. The ALMA
sensitivity calculator will be used for the technical assessnémMLMA proposalsTherefore, before using

the results from the simulators as a basis of a Technical Justification in an observing proposals, the RMS
measured in the simulated image should be rescaled to match the values given by the Sensitivityo€alculat

7.1.2 Basic steps of an ALMA simulation

After installing CASA or entering the OST website, a sky model can be imported and modified with a set of
parameters, rescaling spectral and spatial coordinates and the brightness. The mosaic pointings are
calculatedand can be saved in a text file, which can be altered or produced externally. Visibilities are
calculated for a specific configuration of the ALMA array (input file) on a specific day. The measurements can
0S WO2NNHzLII SRQ 6@ | RRdrogspolatizéti®nyafd: The daryicRatmiodfphedc Songftidrns & S =
as in the sensitivity calculator defaults, i.e. thih Band 3), 1.8nm Band 6), 1.3 mm (Band 7) and 0.7 mm

(Band 9), should be used where noise in the map matters for image reconstrucsboyid only be used to

% 1mage fidelity 3(x) / | 1(x)- T(x) |, wherel(x) is the observed image intensity and T(x) is the true image intensity
given the sky model. See also Formula C in the Appendix and ALMA Memo No. 272, available at
http://www.alma.cl/almamemas/
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assess sensitivity qualitatively; proposed observing times should be based on the radiometer equation
Sensitivity Calculator as noted aboved CLEANed image can be produced from the visibilities, and
WEylfel SRQ G2 Bpu@d&putdiffaende orNidliylinkades. fAX example of the output from

the simdata sk is given ifigure 44

The outputdatasetand image will have the same channelization as the input imégerefore the number

of spectral channelshould be chosen carefully for line observationgtoid simulating a massive cubth

only a few relevant planes. Furthermore, to be able to compute the image fidelity for continuum
simulations, it may be necessatp make several data sets sampling tlaeailable bandwidt and
concatenate and image the data separately.
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Figure 44. The output (example from simdata) gives the source elevation, the antenna positions,
the uwtracks and the synthesised beamarcsedhere for the eitended configuration). This is a 6
hour track around transit (+/- 3 hours) for a source at Dec-40 deg observed iBand 3 at 89

GHz.

7.2 Simulation Examples for Cycle 0 Configurations

7.2.1 Gaussian functions

Figure 45s an examplef an ALMA simulation based on a simple geometric model, a Gaussian function.
Such an approach can be informative about the properties of the planned observation when no detailed
model for the target exists.
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Figure 45. Simulated observation of a 10 arcsec (FWHM) Gaussian with a dynamic range of 100
(peak flux density over rms noise) in the compact configuration at 90 GHz. The panels for output
images can be configured, and here they are (from top left to the right antidmo left to the

right): Synthezised beam, convolved input model, CLEANed output, CLEAN residuals, difference
map (input-output) and image fidelity All axes are in arcsec.

Simdata also outputs the visibilities in the measurement set (.ms) format, weérhbe processed further

in CASA or by another specialised image processing software. The next exdmople,inFigure 46shows

the multiscale cleanmsclean algorithm in CASA, which provides lower residual sidelobes for the
deconvolution of structures tger than the sythesized beam.
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J2000 Right A J2Q00 Right As

Figure46. Msclean deconvolution in CASAtbé simulated observation of th&0 arcsec (FWHM)
Gaussian function ifrigure 45(compact configuration at 90 GHz)'he deconvolved image is on
the left; the msclean residuals are on the right

The exact value of recovered flux beyond the beam size depends on the array configuration and length of
observation (uxcoverage), sensitivity and phase noise, structure oftdrget, algorithm and assumptions
made for deconvolution, and should be estimated for each individual ¢amghe Cycle 0 configurations,

the sensitivity is shown ifrigure 39and the sampling for Gaussians of different angular sizes is shown in
Figure32and Figure 37

7.2.2 An M51-like Galaxy

This simulation uses as an input model lda imageof the grand design spiral galaxy M51, rescaled as if it
was placed at a five times greater distance. The simulatieservation was made assumindggand 7
observatiors with the ALMA €cle 0 extended configuration. The simulation demonstrateat the
extended configuration successfully resolves the finer structure features, while resolving out the more
extended emisen. That is, it acts exactly likehighpass spatial filter.
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Figure47. Simulated observation of an M5like galaxy (Ha image shifted to 5 times greater
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distance and placed at DEC-34d 43m) with the extended configuration at 345 GHz. The fainter
smaller-scak structure in the galaxy can be resolved in many individual regions (top right panel).

The brighter largerscale structure is resolved out (bottom middle panélhe meaning of the
panels is the same as th&r Figure 45.

7.2.3 3C288

The image of the radioadpxy 3C288 obtained at 4.9GHz with the VLA (Bridle et al., 1989) was used as input
to the simdata taskto simulate observations in two ALMA bands (3 ahd Besimulatedobservation was
calculatedfor 6 hours (+ 3 hours in HA) anfbr an adopteddeclination of-30 degres. Theoriginal images

shown in Figure 48 and the simulated ALMA observatisrin Band 3 and @singthe extended array
configurationare shownn Figure 4%andFigure 50

The CLEAN parameters are identical for all the simdlateservatiors, and therefore the resulting images
may not be optimally CLEANecheTeffects of the ftering on the large scales can be seen in the Band 6
simulations.

60



ag"

03"

Q%00'00"

J2000 Ceclination

o3n
06"
og"

190
197000058 0054 00,0
J2000 Right Aacanaion

45"

Al

551

—30"0oeo"

fEn

J2000 Declingtion

10"

15"

187G0M 3120 00,0

2000 Right Ascension

Figure48.3C288 Input image model
for simulationsin Figure 49and 50,
based orthe 4.9GHz VLA observation
from Bridle et al.(1989)

18"59m5056 5952

gon

—30%00 oo

.

J20C0 Ceclination

ngn

L

15m

19M00m01%0 Q070 18'E9mEg= 0

JiG00 Right Ascensicn

18M59Ms9%0
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8 Field Setup

For Cycle 0 singléeld interferometry and pointed mosaics (of up to 50 pointings) will be offered. The
Singlefield interferometry mode also allows observations of arbitrary offset positions with respect to a field
center.

Both modes canbe setupindh h¢ RdzZNAYy 3 t KFaS L dzaAy3d GKS GCASEtR |
source/science goal. For a general description of the parameters involved in thp,sefer to the OT User

Manual and Reference Manual in the OT itself or following the Hitik://almascience.org/documenaind

tools.

In this chapter a few examplese providedto illustrate how to use the Field Sep capabilities in the OT. It
is expected that this chapter will be incorpordtsto the OT manuals in future editions.
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8.1 Single-Field/Offset Pointings

Project Structure q

Proposal [ Program

v; Editors
9 Spectral rSpaﬁal rFieId Setup

Ungubmitted Proposal
9 & Project
s 4 Froposal
¢ 1 Planned Ohserving

Input the source you wish to look at and your mapping specification
| | Atternatively you may define this with the Visual Editor- select the spatial taby
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Figure51. Snapshot of the OT Field Setup tstiowing all the relevant inputs

To observe a single pointing or a set of offsets with respect totdhget source coordinates, one should
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 jcanors
Spectral | Spatial | Fleld Setup |
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Figure52. Shapshot of the OT showing the Spatial takn example with andom pointingsis

shownfor an observing frequency

8.2 Square Field
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Figure 53. Snapshot of the OT Field Setup tab showargexample of the fields that need to be
used to define rectangular mosaic field
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the longitude axis. It is recommended that the spacings are finer (or equal to) than half a FWHM to avoid
undersampling.

As in the case of singfeelds, the selected pointings can bisualized (and superimposed on an image of the
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spacings are not Nyquist sampled, uniform coverage across the map will not be achieved.
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IlProject - Observing Tool for ALMA, version Cycle0-1T4

File Edit Yiew Tool Search Help
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Figure 54. Snapshot of the OT showing the Spatial tab. A tilted square mosaic is shown
superimposed onto the image of a target.

9 Specific Ephemeris

The epheraris of someSolar System objects are already known by the OT andAhMA online system (see
OTdropdownmend y (G KS & CA SiFBr otheSs{iRIglwil nekd ty @Bolvide the ephemeria MPL
HORIZONS format, either from thEORIZONS website (http://ssd.jpl.nasa.gov/horizons.cgi) itself or simply
using the same fonat (see Appendix C of the OT User Manual for a detailed descrjip#ioscreen shot of
how to attach a HORIZONS file is shamfigure 55
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Figure55. OT snapshot for the observation o&alar System target (here Larissa, one of the
Neptunian satellites) with an HORIZONS ephemeris file.

The user can provide aphemerisfile for one of theSolar System objects already in the list (in that case do
not select it from the list)A complete descriptin of the steps to follow for creating such ephemeris file is
given in the OT user manuglitp://www.eso.org/sci/facilities/alma/ot/ot _usermanual.pdf

10 Observing Projects and LogicData Structure

An observing proposal submitted to the ALMA archwi#l have an associated structure called the
GhoadSNBAY3 t Ne2SOGé¢ GKFG gAatf FOO02YLIye AL Ff2y13
the ALMA Project Data Mod¢APDM), which specifies all the relevant components and their contents
whichare needed for successful completion of a project.

A summary view of the constituents of an Observing Project is shotigume 56
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ObsProject

-+[SchedBlock #R

SchedBlock #k

Subscan #1

Subscan #N# .................... Subscan #1 ’

~~~~~~~ (SUbscan #M’ Subscan #1 ’ o

Integ #1 |----| Integ #R

Figure 56. Block diagram of an Observing Project from the point of view of the observation
preparation (top) and actual execution (bottom). Note that an ObsUnitSet can be composed of
other ObsUnitSets as explained in the text. Each time an Schedblock is executddRQGDbleates

a new ExecBlock structurésee text)
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10.1Observing Preparation

CNRY (KS LRAYyUGU 2F @GASs 2F GKS LINBLRASNE GKS Fdzy Rl
£ 201¢ OKSNBIFIFAOSNI {. 00 'y {. A& nsHKhStcane scheBuled. & S|j
Scheduling Blocks are produced by the OT (including in Phasad may be edited using the OT in Phase 2

after proposal submission and before/during proposal execuBomjects are broken down into a set of

these fundamental uits to take maximum advantage of the properties of the ALMA site and the
continuouslyvarying status of the observatory as a whole, including the weather. Each SB has an execution
time of typically 30 minutes. Within this time limit, the SB carries out $beups, calibrations and target
observations to ensure that the acquired data can be properly calibrated and used in the production of the
final data product. The end of an SB may be specified in terms of a maximum amount of time or when
certain welldefined science goals have been reached. An SB is atomic in the sense that it cannot be re
started in the middle. Therefore, an SB runs to completion, fails, or is terminated by the telescope operators.
Structurally, each SB contains two parts, a static amiymamic part. The dynamic part is a script of
observing commands (for standard observing modes it is actually a reference to an external library script)
that direct the actual process of observations. The static part consists of fixed auxiliary andateethat
parameterize the dynamic parthis metadata is generated by the OT during the Phasefart of the SBs
Observations are carried out by interpreting and executing the script supplemented by the relevant
parameters contained in the SB.

Given thelimited length of the SBs, it often will be necessary to observe several of them to obtain a final
image. All the SBs required to reach a specific scientific goal within a project are thus gathered together
under a larger structure called an Observingt &t (hereafter OUS). An OUS is composed either of a set of
SBs or a set of @& (needed for instance, in the case of the same set of observations for different array
configurations). It also contains all the preconditions, performance and calibrationreewents, and flow
control that apply to that collection. The completion of the parent OUS in each of these triggers reduction of
the relevant data by the automated Science Pipeline in Full Science Operations -@usemdated reduction

by ALMA staff durig Early Science. The only other events that trigger data reduction are at the time of the
completion ofall the QUS that compose a given Observing Project, or at the end of an observing season,
when all the projects are reduced, irrespective of their degoécompletion.

10.2Program Execution

Once a given SB has been selected for execution (by the Scheduler subsystem or by the Array
Operator/AoD), it gets loaded into the system and the Control subsystem takes over. The Control subsystem
creates an ExecutioBlock structure that is attached to a given SB. Since there is the possibility of the same

SB having to be executed several times, many Execution Blocks may exist for a given SB. Each Execution
Block contains a record of the parameters and conditions undech the SB was executed along with
references to the acquired data.

The internal hierarchical structure of the observations is also showkigare 56.The Control subsystem
constructs and executes a sequential series of scans. Each scan executfantisarried out by breaking it

down into a series of subscans, each of which is itself broken into a series of integrations. Although
commands are issued at the scan/subscan level, the correlator output corresponds to or is attached to a
particular integation. Calibration results from the Telescope Calibration subsystem (TelCal) and QuickLook
(QL) pipeline results are usually attached to a subscan. However, some of these results may be accumulated
over many subscanand the resulting objeavill be attached to the scan to which the subscans belong. The

! For a description of Phase 1 and Phase 2 seethe Chadle@poser 6s Gui de
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Control subsystem is responsible for the creation of all the metadata needed downstream for data
processing, for the Execution Block, the scans, subscans and integration objects.

10.3Structure of an SB and associated scripts

10.3.1 Observing Groups

Within Phase 1l SBs for a given project, all observing Targets that are to be executed must be included in a
GANRdzZLE SAGKAY GKS {.® 910K {. OFy AyOfdzRS Ydzt A LX
1) of an SB is always the initial calibration group, with subsequent groups detailing the science
observation(s). I Science targets and associated calibrdfoithin a group are completely observed

before the next group is started.

10.3.2 The Standard Interferometry Script

The Cycle 0 observing modes, single field interferometry and pointed mosaicsheisame ALMA
20aSNIPAY3I & O Ndrdird intefidrdmetr@ Beripti K 8 degigned to provide wetialibrated
observations of discrete sources. Withirgeoup, the Science targets are each observed in turn, switching
each time that the primary phase calibrator (the calibrator with shortest cycle time in the group) is required
to be observedThis means that each science target and associated calibratargjioup may be observed
repeatedly within an SBA set of necessary calibration measurements (e.g. amplitude, bandpass, etc.)
specified in group 1 are performed at the beginning of the observation sequence if appropriate sources are
available, otherwisghis information is collected at the end. Pointing is verified before the amplitude
calibrator is observed, and again before the main observations of the science target and phase calibrator
OO0t S !'yed IRRAGAZ2YLFT 06aasS O xaydReciisd in the dobiedubng blodk-aftek 6 NI
the primary flux calibrator. Atmospheric calibration to determine system temperature is performed during
each iteration of primary phase calibratidfor a description of what each calibration entails, see Sedtlo

The script is still being developed and may evolve somewhat, but the current version presumes the following
group structure and proceeds with the strategy indicated below:

Sources

Initial calibration group:
1 1 Pointing calibrator (near Amplitude calibrator)
1 1 Amplitude calibrator (typically, Uranus or similar)
1 1 Atmospheric calibration (near the Amplitude calibrator; in association with the Ampcal and BPcal)
1 1 Bandpass calibrator

For each subsequent graup
1 1 (or more) Science targets(s)
1 1 (or more) Phase calibrator(s)
1 1 (or more) Pointing source(s) (near to Science target)
1 1 Atmospheric calibration [associated with the Science target(s) and perhaps also with the Phase
calibrator(s)]

Strategy

2 The user has several options to select optimum calibrators. He/she can let the OT set up adequate queries to the
Calibrator Database in the ALMA Archive. He/she cal also specify the calibratorsugr get queries.
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Executdnitial Calibration Group (as necessary):

hPohPRE

Check Pointing (near Amplitude calibrator)

Observe Amplitude calibrator

Perform Atmospheric calibration (with a suitable offset from the target)
Observe Bandpass calibrator

For all other groups:

1.

2.

Assume the primary Phase calibrator is the one in the group with the shortest cycle time, and use this to
set the scan duration

For each Science target in the group:

2.1. Perform M Pointing calibration observations;2M) (as determined by the cycle time)

2.2. Paform P Phase calibration observationg; B (as determined by the cycle time)

2.3. Perform an Atmospheric calibration (with the hot load)

2.4. Observe the next Science target until complete or a Phase calibration is required

2.5. Perform a primary Phase calibratdoservation

Repeat until all Science targets are complete or an SB execution time limit is reached; ensure that a final
phase calibration is included

10.4Data and Control Flow

This section describes the overall control of the ALMA system and the flowafAlaummary of the main
actors and operations involved in the observations is showsigare 57

-!37 CONTROL »fontRO ONTROL:
N"dwne Set-up Observe and Calibrate
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QuickLook| ickLook|
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‘ T Metadata
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m

Archive
Array Operator/AoD
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Archive

Figure57. Main actors and roles during observations with ALMA. The horizontal direction
represents time evolution.
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Each of theyellow boxes inFigure 57represent an ALMA subsystem involved in the observations. Orange
boxes include labels for the actions performed either by external agents or by those subsystems.

A typical observing session would be started by the Telescope Operator interacting with the Executive
subsystem via one of the dedicated control computers in the Control Room (#elsb f SR a{ G yRI N
OYPANRYYSYy(Gé 2N {¢90d ¢Harfe of Hafifyouf thed A MA Catndadh Bdfthare A &
(ACS) and its CORB#&sed services and then initializing all of the various software subsystems involved in

the observing and data storage process. This is done in several cycles to solve interdepenéanems b

the different software components. Once all the components are ready, the Executive also handles
asynchronous events from several of the subsystems and responds to them accordingly. Among the events
that it listens to, it is worth mentioning the plibation oferror conditions to the attention of the operator,

and the requests for display of the Control, Telescope Calibration and QuickLook subsystems.

The actual observations start by manually creating an awhich meansselecting all the antenrsathat will

be involved in the observations. An SB is then selected from the list provided by the Scheduler sybsystem
and the executionis started. All the SBs for a given observing season are stored in the Archive after
successful Phase 2 completion. Theheduler subsystem keeps a localtojalate database of all the SBs
(including their status) for a given observing cycle. The Telescope Opesdtoridmeron Duty have two

options for using the Scheduler during Early Science. They can either let gauecsuggest possible SBs

to execute or they can carry out targeted searches of the local database. For Early Science, the Scheduler
can produce a ranked list of optimum SBs to execute next based on weather conditions and forecast,
hardware/configuration status, project completion status, representative source position on sky, proposal
rank and score and executive percentages. The Telescope Operator/AoD can follow the suggestion of the
Scheduler and select one of the topnked SBs or something else fexecution. Selections that do not
follow the advice of the Scheduler must be fully justified by the AoD and will be used to improve the
selection algorithm within the Scheduler. It is expected that by Full Operations the algorithm will be
optimized to he point that it can run an automatic sequence of SBs without disagreeing with what an AoD
would select.

Once the execution of the SB has been selected from the Scheduler, it is dispatched to the Control
subsystem. Control executes the SB by commandingelavant hardware and the correlator, resulting in

raw data and metadata being made available to the Telescope Calibration (TelCal) and.d@lick
subsystems that report the results/progress/quality of the calibrations carried out during the observations
To carry out its function, Control has many interfaces to the instrumental hardware. It is in fact one of the
truly reaktime subsystems within ALMA because it is in charge of synchronization of the actions of all
antennas (scanning, source acquisitietg) and correlator to within 48ms (TE). Control is also in charge of
storage of data from all monitor points set in the hardware of the ALMA array.

Storage of data into the Archive follows two parallel paths and is handled by a part of the Contrarsoftw
OFft SR GKS a5FaGF /1 LWGdzZNBEé Y2RdzZ S® ¢KS o0Sad ol & (2
between the reatime domain of the data taking and the storage side. As an interface, it captures and stores

into the Archive all the relevant metdata information pertaining to a complete description of the data and

their supporting calibration and monitor datasets and condenses that information into a set of XML tables.

The contents of all these tables are defined in the ALMA Science Data Mod®)(ABizhincludes a set of

16 core tables (present for all datasets) and up to 30 additional tables (present as needed for a specific
observing mode). Together with these tables, Data Capture also creates the relevant links of these metadata

to the actualbulk data that is directly stored into the archive. Furthermore, it also provides calibration data
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to the TelCal and QuickLook subsystems for calibration reduction and display iresétithe. Finally, when

the SB is finished, the Data Capture is inrghaf checking that all products representing the raw data have
been produced and stored in the archive, and announces the completion of the SB to the Scheduler
subsystem. It is clear from the list of roles above that Data Capture is a very complex nsottédt has to
handle Correlator/backend data, supporting (source information, spectraligeetc), and monitoring data
needed for the reduction (weather, pointing, etc). All this information originates in different
hardware/software elements, each @fhich can be sampling at different rates and with limited view of the
behavior/state of the observing system.

A summary plot of the main elements involved in data flow is shoviigare 58

Monitoring Data

Metadata (XML)
A

Data Capture

Calibration Data

\

APDI
Bulk Data (Binary)

Figure 58. Data flow components

10.5 The ALMA Science Data Model (ASDM)

The ASDM defines the collection of information recorded during an observation that is needed for scientific
analysis. As desbed above it contains both bulkinary data and metadata (XML9rganized in tables. The
tables contain links to other XML tables and addresses pointing to the actual bulk data in the Archive.

The ASDM contains 16 core tables that are common to all observing modes, and up to 23 additional tables
that are only created for specific observations. @p bf these,the online calibration systenirélCal also

creates associated tables whenever it processes any ogdlierations that can be done dime. All tables

are organized with a similar structure, with the columns listing the contents and the irmkgling the

actual values. The core tables have been defined to outline some of the following: hardware characteristics,
array configuration, antenna tracking, the targets, auxiliary monitoring data, overall project and post
processing.A list of the ore tables is shown iRigure 59
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SDM Tables

Referenced:
Main
Antenna Field Spectral Window
ConfigDescription Pointing State

DataDescription PointingModel Station
FxecBlock Receiver Subscan
Feed Scan SwitchCycle

Not referenced:

AlmaRadiometer Focus SBSummary
Annotation FocusModel Source
CalDevice FreqOffset SourceParameter
DelayModel GainTracking SpaceCraftOrbit
Doppler Holography SysCal
Ephemeris Polarization (required in MS) WVMCal

Sometimes referenced:

Beam required for single dish or mosaicked data
CorrelatorMode required for correlators; not allowed for others

SquareLawDetector  required for total power or noise detectors; not

allowed for others
M N alo .

Figure59. ASDM Tables. Outlines set of tables are the core ones (i.e., present in all ASDMSs).

¢CKS 3aa20AFGSR (Gl oftSa LINRPRdzOSR o0& ¢S t-explabatotydtring K+ @S
on the type of calibration they are associated with. The list of these associated tables is being upgraded as
new observing modes/calibrations become availgBeSectionll). The current list is shown Figure 60
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CalDM Tables

CalAmpli CalFocus CalPointingModel
CalAtmosphere  CalFocusModel CalPosition
CalBandpass CalGain CalPrimaryBeam
CalCurve CalHolography  CalSeeing
CalDelay CalPhase CalWVR

CalFlux CalPointing

CalData CalReduction

Figure 60. Current list of ASDM associated tables generated by TelCal.

11 Calibration and Calibration Strategies

The calibrations needed by a given observation can be broadly divided into those that correetesmort
effects (less than thduration of a typical SBpout30 min, or that require being measured at least once per
receiver tuning) and those that corredbr longer term variations. Calibrations included in these two
categories are:

1 ShortTerm:Offset Pointing, BandPass, Phasettlations (WVR), Gain (Amplitude & Phase), Flux,
Receiver Temperature, System Temperature and Sideband (Retiobe scarcely needed)

1 LongTerm:Allsky Pointing (including Band relative offsets), Baseline, Cable Delay, Focus Models,
Surface measurements and beam patterns, antenna gain with elevation

Longterm effects do not need to be calibrated at the time of a given science observation. Abffavil
carry out periodic measurements of these lamgm effects and apply the required corrections to the ALMA
system so that they are shared by all observational projects. $hort effects will have to be measured
during the science observationsathe time taken by these calibrations is added to the total time required
to reach the SNR & Imaging goals onghencetargets.

A brief description of the objectives and strategies of each of the calibration follows.

11.1Long-Term Effects

11.1.1 All-Sky Pointing

These tservationsare usedto correct the overall mechanical and orientation imperfections of each
antenna & pad assembly. These imperfections include tilts of the AZ axispaiete of the encoders,
encoder rurouts and tilts in AZ and EL, nparpendicularity of the AZ and EL axes, sagging of the sub
reflector structure, differential sagging of the telescope structure in AZ between two successive antenna
supports, plate offsets among ALMA Bands, etc. The preferred method of measurement is aoBeries
interferometric observations of 5000 pointing sources (mostly unresolved continuum sources) covering a
wide range in AZ and EL. A-18parameter pointing model(with welkknown angular dependencies) is
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fitted to the data and used to derive the regei corrections to the nominal pointing positions to correct for

all of these structural effects. This @l{ & LIR2AYyiGAy3 Y2RStf KIFIa F &LISOATA
antennas.
11.1.2 Focus Models

Any homologous antenna design causes the optimum focus position to vary as a function of elevation. For a
perfect antenna, the only offset that would need to be correctedwould bedeflections relative tdhe axis

of the parabolic dish. However, becauseEMA deals with oféxis receivers and due to the presence of small
non-uniform sagging of the sukeflector mount/support, corrections in the plane perpendicular to the
optical axis are also needed. Models for thiisets of thedifferent ALMA Bands arderived by multiple
interferometric/singledish observations of bright unresolved sourcedlith these measurements the
positions of the maximum power transmission to the receivers as a function of position in three orthogonal
directions (X=AZ, Y=EL, Z=cgitiaxis)over a wide range of telescope elevatiorage derived The
subreflectors are also tilted tmaximizethe power transfer and avoid reflections of signals originating in the
receiver cabin The reflections are avoided by molding the saflectors with an additional inner conic
section.

11.1.3 Baseline

To accurately compute appropiate signal delays, uv sampling, etc, the relative telescope position (i.e., the
baseline vector) for all antenna pairs must be known to within a fraction of a wavelenBtdgline
determination in ALMA follows a two step approach. An initial estimate of the pad positions is obtained
from GPS measurements and/or cartographic maps. Interferometric observations of unresolved continuum
sources covering a wide rangehiaur angleand declination are then used to refine thaselinesolutions. It

AAAAA
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11.1.4 Cable Delay

Errors in the determination of the cable delays from the receiver down tactireelator result in significant
slopes of the phase as a function of frequency within a baseband. Determination of the cable delays for all
basebands in the two polarizations of a given receiver band is done by interferometrically observing a bright
unresolved continuum source and fitting the slope of the phase.

11.1.5 Surface Measurements/Adjustments

The aperture efficiency of an antenna is a very steep function of the ratio of the surface errors (compared to
an ideal aperture) to the wavelength of the obsereats The practical shortest wavelength an antenna can
operate at is given by the surface erroes of aboutl/13 of the wavelengthThe surface specificatiofor
ALMAA & Hp >Y al @imargageraton conditions. Thedifference between an ideal siace

shape and the one of a given antenmameasuredvith a strong CW (Continuous Wave) signal framear

field beacon (tower holography at the OSF, and in the future also available at the AOS) and
interferometrically using bright celestial sourcéss displacement needed to bring the surface panels close

to the ideal surface shape are then derived and the panels moved accordingly.

11.1.6 Beam Patterns

Accurate knowledge of the primary beam patterns, forAlMA bands and polarizations requiredfor
imaging, and for understanding telescope performance. They are also netmtezbrrectingbeam dilution
effects within the FOV of the interferometric observations. Interferometric or SD (Single Dish) observations
of bright unresolved sources, obtained byanning the antenna to be measured in squareEAZpatterns

are usually used. These alldor the derivation ofhigh SNR mapsf the antenna total power beams
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11.2Short-Term Effects

11.2.1 Offset Pointing
To be able to place the sources well within the beams at the highest frequencies offered by ALMA, a

pointing accuracy chboutn ®c ¢ A& YSSRSR® ¢ KA a ASky Poiftisg-mddel ang 2
must be measured separately. The strategydsirterferometrically observe nearby pointing calibrators
(within 4 degees of target)at the begining of an SB in ord&r guarantee the above specification for the
typical duration of an SBrhese offset pointing measurements will in fact simply updiagstwo collimation
offsets (AZ, Elof the antenna pointing modelWhenit is not possiblgo find suitable pointing sourcest

the higrestfrequencies (particularlyALMA Bands 7 and,9a pointing calibrator will be observed in a lower
frequency bandBand 3 and theseobservationsalong withrelative focal plane offsets between receivers

will be used to update theffset pointingmodel.

11.2.2 Bandpass

The pectral response (amplitude and phase) of the combined atmosphere and receiving system is generally
not flat for a realinterferometric array. It is therefore important to measutbe spectral response of the
receiving systenaccurately to the level required by a given observation, as this will be the limiting factor for
the accuracy of measurements reguong high spectral dynamical rangespecially for high spectral
resolution modes)|f left uncorrected the spectral responsean leave undesirable chromatic effects across
wide spectral bandwidths. At least one bandpass observation should be includdédnieg (andper SB if

high accuracy is needed). This calibration is done by observing a bright continuumsitkragvell-known
spectral energy distribution (flafpectrum sources are the easiest to usf)single bandpass is calculated

per antenna perpolarization. The observation should be long enough to obtain a sigradise on the
bandpass calibrator that is at least as high as the desired spectral dynamic range of the target observation.

11.2.3 WVR Corrections:

Fluctuations in the lin@f-sight Pretpitable Water Vapor (PWV) of two antennas in a given baseline can
cause significant decorrelatioaspecially at the high frequency bands of ALMKictuations in PWV levels

are driven by wind, and can have rapid and strong variations over a large rasgat@l scales. All ALMA
antennas are equipped with Water Vapor Radiometer (Dickgpe) that measures ah rate ofl Hz the
emissivity of the atmospheric water linavithin four spectral bandsnear 183 GHz. From #se
measurements, atmospheric modelse used to derive the amount of PWV in the tofesight and from the
difference between the values for the two antennas in a baseline, the phase fluctuations at the observing
frequency.A more detailed description of the WVR hardwaspecificationsand operation can be found in
Section2.3.

11.2.4 Gain (Amplitude & Phase):

The amplitude and phase properties of the atmosphere and receiving syseynmore slowly han the

PWV fluctuations but vary on timescales of about 10 minutes and are still rapid compared to a typical SB.
They are corrected using nearby calibrators (within 10 degs of target). Usually, observations of the science
targets are done in cycles about 15 secto several minutes (depending on weather conditions, length of

the maximum baselines and observing frequency) straddled by observations of the gain calibrators. Ideally
the calibrators should be unresolved for simplicity of reduction, but CASA sancape with resolved
calibrators if necessarfusing models) Also, phase transfer techniques are possible gain calibration

when using Bands 7 andby using observations of a gain calibratorBaind 3.Phase and gain variations

from calibrator observations @and 3 can be used to derive corrections appropriate thoe high frequency
bands.Note that phase transfer techniques are only needed whenever there are no adequate calibrators at
the high frequency band&or Cycle 0, théact that full polarization observations will not be offered implies
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that there may be some small errors in the observations in those cases where the calibrators used are
polarized.

11.2.5 Tsys and Trx

To assess the transparency of the atmosphere at a giverreimg frequency, the quality of the frequency
tuning and to be able to scale the counts that come out of the correlator to brightness temperature units,
Tsys must be measured periodically during an SB. ALMAdm#t will be equipped with an Amplitude
Calibration Device (ACD) which consists of a robotic arm that can locate two loads of known emissivity
temperatures (one at receiver cabin temperature and the other heated to 373 K). Consecutive observations
of these two loads and an observation of the skg used by ALMA to measure the T&ee description of

the measurements irgection3.1). The specifications for this calibrations are to reach 1% repeatability for
ALMA bands up to 7 and 3% repeatability at higher frequencies.

11.2.6 Amplitude/Flux

Calibraton of the data using the Tsys method abaas not yieldan absolute calibration of the dat# just

allows the data to have a high repeatability irrespective of weather conditions, elevation of the
observations, etc. To be able to derive an absolule 5§ 2 F Ff dzES&S 204 SNDI G A2y
needed. ALMA wibbbserveSolar System objectbright stars and quasars as primary flux calibratd well

known properties (i.e., structure and flux as a function of frequency). A measurement ofcalilkrator is

needed once per tuning (or per SB if high accuracy is desired)absolute calibration accuracy for Cycle 0

is 5% foBand 3, 10% foBands 6 and 7, and 20% féand 9.

12Quality Assurance

The goal oALMAQuality Assurance)A) isto deliver the PI a reliable final data product thataibrated to

the desired accuracy and largely free of calibration or imaging artef&cts Cycle 0 there are several
restrictions that make it a bit more difficult to achieve this goal. It hasefuee been decided that QA will

Ffaz2 o06S R2yS 2y | a0Sad STF2NIE olFarasx O20SNRAy3I |-
optimized.Due to the complexity of the ALMA data flow process from SB observations down to the final

data merging ad reduction at the Science Pipeline, it is important that problems with the system and ill

effects of the environmental conditions are identified and promptly corrected. Otherwise, they would
propagate down the dataflow line and could severely affect tagroduct at the end of the process.

The QA process analysis will be based on a calibration plan that specifies which observations must be
acquired and at which intervals in order to monitor system performance and environmental time evolution.
Furthermawe, it will also tackle issues related to the merging of data taken with different configuratians,
inclusion of singlelish data,andthe ultimate image quality.

Erorsintroduced by usesupplied parameterssuch asncorrectsource coordinates, inadgiate frequency
setting (e.g. an incorrect redshift), inadequagensitivity limits (leading to annadequateintegration time

or inadequateuv plane coverageare outside the scope the ALMA QA, unless the error occurred due to
faulty information or toolgrovided by the Observatory.

To be more efficient in detecting problems, ALMA QA has been divided into several stages that mimic the
main steps of the data flow. The broad classification of this Aaytred QA approach is:

1 QAO: At the time of data acagition

1 QA1L: Observatorfask Quality Assurance
1 QAZ2: Data Reduction

1 QA3: Post Data Reduction

78



The QAO, 1 and Ztageswill be handled by the Program Management Group (PMG) and the Data
Management Group (DMG) (with some contribution from ARC persammduty in Chile).The QA3stage

will be handled by the ARCEhe final output of the ALMA @AQA2LINRE OS&aa Aa | davior wSLE2N
ObsUnitSet}hat summarizes all the relevant QA information for each of the different QA stages up to the

Data Reductin. This report will be included in the data package delivered to the Pl. QA3 will be handled
separately, as discussed below.

In Chile, responsibility for data quality assurance rests with the Data Manager within the Department of
Science Operations, drémg upon the resources of the Program Management Group and the Data
Management Group.

A more detailed description of the different stages of QA is as follows:

12.1What is QA0 and how will it be done?

QAO is a neareattime verification of data quality. It deals with rapidrarying performance parameters (at

scales of an SB execution length or shorter) and thus has to be performed at the time of data taking.
Assessment is performed by AoDs at the ®&Bed on semieal time output of the calibrations (TelCal) as
RAALIX @SR o0& vdaAO(f2212 I yiRat aleKpfdudedat theAeddNdf dakt2 §B  { dzY'Y
observationor sequence of SB repeats. This information will be complemented with MonithrCamtrol

display tools to monitor specific parameters not directly tracked by the calibrations (i.e., total power level
variations, weather parameters, etc). QA0 metrics/parameters have been selected to check the health of the
whole signal path from thetmosphere down to the backnds. The parameters can be grouped into the
following categories:

1 Atmospheric Effects: Weather Parameters, Sky Opacity, System Temperature, Phase Fluctuations,
Total Power Levels, WVR Outputs.

1 Antenna lIssues: Antenna gain, ReletOffset Pointing, Focus, Antenna Tracking, Geometric
Shadowing, Nutators.

1 FrontEnd Issues: RF bandpass, Sideband Ratios, Receiver Temperatures, LO lock status.
Connectivity Issues: Total Power levels, Delay Measurements, System Temperatures, R§sBandpa
LO lock status.

1 BackEnd Issues: Total Power levels, RF Bandpass, Delay Measurements.

12.2What is QA1 and how will it be done?

QAL tackles slowly varying (timescales longer than a week) array performance parameters. They will all be
measured by AoDs exdimyg standardcalibrationSBs created aspecified bythe Calibration Plan. The QA1
NEfIFGSR LI NIYSGSNBE ¢gAtts Ay 3ASYSNItsZ 0SS YSI adaNBR |
¢lhalaé FyR Ay OFasa 27 RS SraneyuridybpedtomsyCurieatiPthe/ § R S
different tasks to measure these parameters are done by different software packages. This situation will be
changed in the near future by including most of the packages within TelCal and/or CASA. Reduction of the
hoaSNDIF(G2NE ¢tFalaeg oAttt oS | 22Ayd STF2NI 2F GKS
reduction will be a formatted file including all the information relevant to the specific measurement and
including a summary section than can be readAfJUA (ALMA Quality Assurance software) for further
processing. The most critical QA1 parameters will also be displayed in real time Opehations Monitor

and Control OMQ for reference by the 8Ds.

The tasks that fall into this category are:
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ArrayCalibrationsBaseline measurements, Delays

Antenna Calibrations All-sky pointing, Focus curves, Surface measurements, Beam patterns
(including polarization observations), Relative delays between polarizations of same band

1 SourceCalibratiors: Monitoring of flux standards and bootstrapping techniques

1
1

12.3What is QA2 and how will it be done?

QA2 deals with QA at the level of the automated data reduction by the Science Pipeline. During Cycle 0, data
reduction will be carried out by DSO staff in a samtiomatedfashion, using similar scripts to those to be
used in later cycles by the automated Pipeline. It is only at the stage of data reduction and analysis of data
products that some of the science goals set by the Pl can be compared with the results (i.elyr&iiig

range, etc). The reduction procesgyinvolve merging datae.g datataken with independent calibrations,

or in differentconfigurations. i future cycles,timayalsoinvolve combiningnterferometric and singlalish

data. The combineddatasetswill have to be reduced into a common relative and absolute calibration scale

to reflect meaningful physical quantities of the science targéte combined, calibrated visibilities are then
transformed to the image plane and deconvolved using standamtitigns. The resulting images atfeen
checked, using scripts developed by ALMA staff, for the quality of the parameters listed below, and the data
are released to the Pls if they fulfill all the acceptable ranges for these QA2 parameters.

The currentlist of QA2 parameters can be classified as:

9 Calibration IssuesikRelative and Absolute Calibration Quality Among Datasets, Bandpass Calibration
(flatness and dynamical range achievddyerallGain Calibration (granularity, phase transfer

guality, WVR Cdlration improvements)

Reduction Proces®ata flagging (amount, cause, etc), Cleaning convergence

Final Datgproducts: SNR achieved, Sidelobe levels, Dynamic R&uagamination by bright

sources outside FOV/aliasing, Resolution (spectsdaial), Comparison of deconvolution

algorithms, Residual Structures

= =

Based on these general properties of the errors, merging different datasets requires not only individual self
consistency but also accuracy in their relative calibrations. In p#aticdatasets taken with the same array

in different configurations or at different epochs will need to have comparable quality amplitude (relative
and absolute), bandpass and offset pointing calibration observations, since otherwise the merging will not
result in improvements of the final imaging products. Similar requirements apply when merging data from
different arrays. At the region of uv overlap, the sensitivity should be comparable, or, again, the data with
the lower-quality will affect the correspating uv components and their fidelity in the final image.
Additionally, ilsampling of some of the usomponents (due to some baselines not producing correct data)
can cause significant artifacts in the images and even createeristent structures or dgrease the
importance of real ones. Finally, the overall absolute scale flux calibration affects any inferences on the
actual luminosities of the targets.

12.4What is QA3 and how will it be done?

QA3 is posteduction evaluation of the data products deliegrto the Pls. It will be triggered by Rising

the helpdesk tareport any problemswith the delivered datgproductsto the ARCs. The AR€teiving the
helpdesk reportwill retrieve the data from the archive and evaluate the nature of ghr@blem. The
asessment by the ARC should include BOTH an assessment on whether the problem is present only in a
particular dataset or others taken under similar -sgts and conditions also show it. If the problem is
deemed toreflect a problem with the performance of ttaray, the calibration or data reduction process, or
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the QA procesghe ARC will communicate their findings to the DSO, which in return and in collaboration
with the ARCs, will workn solving the problemThe result will be communicated back to the rejuag
investigator.lIt is expected, due to the restrictions in Cycle 0, that the PlIs will play a more active role in the
QA process that in later times.

If the problem is of limited impact (i.e., the specific dataset), the dataset would beduigduced using the

SCO Science Pipeline and replicated to the ARC Archives after QA. If the problem affects a significant number
of datasets so that a reeduction might significantly slow down the SCO pipeline operations, the ARCs
pipelines could be ugkonce a solution has been implemented. The data would then fegested into the

SCO Archive and replicated.

13 Data Archiving

Data from the correlator, together with additional monitor and weather data, are sent via dedicated optical

fiber links (210 Glit/s) to the OSF, where they are archived. $$&tem has been designed to cope with 6.6

MB/s average data rates and 66.6 MB/s peak rates (for short periods of fithe)archive at the OSF is
designed to provideup to a yearof temporary storage for the i NHzY Sy il f RIFGF o0AYy (K
{ OASYy0OS 510G a2RSfé¢x 2NJ!{5ax FAEtSa0 FyR GKS Y2yAli
the main archive at the SCO, where the pipeline is run and from where the data and pipeline products are
distributed to the three ALMA Regional Centers (ARCs) in North America, Europe an(Figyr&n62 The

process of copying the data to any of the archives involves a replication of the metadata (support data) and

a mirroring of the bulk data (ASDM and FIT&YiseeFigure 63 These two processes do not need to be
simultaneous and they can use different routes (i.e., media delivery and internet). It is expected to use
Oracle stream technology for the copies of the metadata.

The ALMA archive consists of twarfs - a frontend archive, which is used for storing details of
observational scheduling blocks and related data needed to execute observations, and thenbtack
(science) archive, which stores the instrumental and processed data. The architecturedohdbe NGAS
system (New Generation Archive System) with Oracle technology for the metadata, asishogure 61
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PHYSICAL LAYOUT
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Figure61. Archive design (frontend & Backend) at the OSF to store metadata and raw and
monitor data.

From Cycle 1 on, an automated reduction Pipeline, located at the SCO will be used to provide an initial
processing of the data. Copies of the Pipeline will also be available at the ARCs, to support reduction of
projects with large data throroughput and/or spéciuserrequested rereductions of limited sets of data.

For Cycle 0, reduction will be carried out by ALMA staff based on the Science Pipeline scripts. Successful
LINR L2 ASNRALZRS &G NAYDANE E Ot LAV ¢ At flafter@dhSndication KS A NJ
The data will be directly downloadable by PIs via the Internet or shipped to them on physical media from the
nearest ARC if the datasets are lgige, tens of GBIBD. The data products delivered to the PI will include

ALL the elevant information for him/her to repeat the reduction process, final fully reduced and calibrated

FITS (Flexible Image Transport System) citbagging and Calibration tabl€3uality Assurance reports and
Observing logs. Raw ASDM files will also beemadiilable upon request. The PI will be notified by the
O2NNBaLRyRAY3I ! w/ 6KSYS@SNI RIGF LINRBRdzOGa | NB | @ Af
(the amount of an observing project that is observed before runing the data through the sqgredime;

GKAAa A& aSid dzJ RdzNAy 3 { KSc seiNtBePSoposers [Glidie) Yhe yraprietatydK | & S
period for an ObsUnitSet is twelve montfiem the time the data is available to the Pls (i.e., at the ARCs
Archives) after which data wilbe available from the Science Portal without the need to authenticate (unless
shipment on storage media is requested).
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Figure 62. Location of the ALMA archives
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Figure 63. Data flow from the AO8own to the ARCs
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14 Appendix

14.1 Antennas

At the end of the construction period ALMA will have in total 66 antennas, 54 with a diameter of 12 m and
12 with a diameter of 7 m. Four of the 12 m antennas will be equipped with a nutating subreflector for total
power observations. The four antennas used for total power observations and the twelwe 7 m antennas will
together form the Atacama Compact Array (ACHKle ALMA antennaare manufactured by three different
contractors (oneantenna desigrper ALMA Executivellhese areVertexRS[(North America)which will
provide 25 12 m antennasilcatel Alenia Spacé&uropean Industrial EngineeringlT Aerospace (AEM,
Europe) which will provide 25 12 m antennasd Mitsubishi Electric Corporation (MELCO; East,Agagh

will provide the four 12 m total power antennas and the twelve amennag(Figure 64.

All antennas have been designed to meet very stringent ALMA performance criteria, and to successfully
operate under the extreme environmental conditions at theray Operation Site AOS, i.e.strong winds,

large temperature ranges and gradients, solar irradiation and sfiéw.primary operating conditions used

for the design of the antennas are the following:

Range of Ambient Taperatures:-20 C <= Tamb <= +20 C

Gradient of temperature: Delta(Tamb) <= 0.6/1.8 C in 10/30 minutes
Wind Velocities: Vwind <= 6/9 m/s (day/night)

Full solar loading

E

The antennas have the following specificatiavithin the Primary Operating Conditions

1 Antenna SurfaceRMSdeviation of 25 microns or lesslative to an ideal parabola

! Pointing! 0a2f dz0S LRAY GRS X HTPHA I NOISOYy - Xy3 XK ndc

radius on the sky.

1 Primary BeamThetotal power pattern response of each ALMA antenna shall be determined to a
measurable and repeatable precision better than 1% ajfemcies <400 GHz and 2% agfrencies
>400 GHz.

Subreflector 6 degrees of freedom to allofer alignmentwith the correspondig receiver beam.

SubreflectorMotion: MaximumXz and Ygdisplacement®f +/- 5 mm. MaximumZz displacement

of +/- 10 mm The naximum rotation aroundhe Xy and Y axesis 0.2 degrees. Positioning must be

accurate to 5 microns.

1 Antenna LocationThe phaseenter position of the ALMA antenna shall be determined to a radial
precision of 65 micron@ncluding the antenna structure and pad}able ovetwo weeks.

1 Configuration The ALMA antennas shall be relocatable.

1 Lifetime: a minimum of30 years

= =

All antenras used during ALMA Cycle 0 haveniger diameters, with the receivers mounted at the
secondary (Caegrain) focus. The dishes have a fodangth, to the primary focus, of 4.8 meters, but the
distance from the secondary focus to the plane of the subotdir of the 12 m antennas is 6000 mm, giving

an effective focal ratio /8, with an effective secondary focal length of 96 m and a plate scale of 2.15" per
mm. The subreflectohasa diameter of750mm.

The main reflectors of the ALMA 12 m antennas amaposed of hundreds of individual panels. Each panel
has up to 5 adjustment screws, which can be used to optimize the surface accuracy of the individual
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antennas (based on holographic measurements). The surface of the panels are etched to scatterraptical a
near-infrared solar radiation.

The antennas are equipped with a movable aluminsuabreflector Subreflector adjustment is used to
maximize the transfer of power into the receivers by compensating for changes in the focus position due to
gravitational and temperatureinduced deformations The backplane of the subreflector is attached to a
hexapod that controls its position and orientation. The hexapod has six degrees of freedom, displacement
and tilt around the three axes, horizontal (X), verticalaf¥ along the optical axis (Z).

All antennas have @assegraircabinthat is kept at a constant temperatur@f 20 degreesCentigradeand
contains the receivers, the amplitude calibration device and associated electronics.

A shutter protecs the inside of the Cassegrain cabiwhen the antenna is not operating. A membrane
transparent to the frequencies that can be observed with ALMAocated below the shutter to prevent
airflow from the cabin tothe outside when the shutter is opehe arrent designuses a 0.5mm thick
Gore-Texmembrane

The different antennasise a combination of steel, aluminiur@arbon Fiber Reinforced Plastic (CFRP) and
Invar in order to achieve the best compromise between stiffness, robustness, smoothness, and low thermal
exparsion (seeTable #or a summary of properties)

All antennas have builh metrology systems, which allow thermal and wind deformations tad@®aputed
and corrected For these purpose the antennas are fitted withthermal sensors linear sensorsand
inclinometers(tiltmeters).

The Vertex antennas have a drive system that is-gegen whereas the AEM and MELCO antennas have
magnetically supportedirectdrives.

The antennas are controlled using the ALMA Control Software (ACS). ACS sends instoutieoAsitenna
Bus Master (ABM) computer, which are then sent to the Antenna Control Unit (ACU) through a CAN bus.

Figure 64. The three different ALMA 12m Antenna designs: Vertex, MELCO and AEM (from left to
right).
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14.2 Antenna Foundations

Figure 65. Structure of an antenna pad (actual pad at the OSF) (left) and detail of antenna
anchored toa pad (right).

The antennas are placed on specialbsigned concrete pads to guarantee stable orientatimal location
(Figure 6%. All antennasare attached to the pads at three points at thertices of a triangleThe three
points (inserts)are located on a circle centered at the antenna path a spacing 0120 degrees.

This interface guarantees a paeit repeatability error of the antenna, considered as a rigid body, not
exceeding the values below:

1 X/Y plane < 2 mm (peak to peak)
1 Rotation around Z < 30 arcsec (peak to peak)
1 Parallelism with respect to Z-+10 arcsec with respect to Zenith

The minimum stiffness which the foundation must exhibit at eiasertis:

1 Vertical stiffness (Z) > 13 x’IM¥/m
1 In X/Y plane > 9 x IR/m

This stiffness includes thaserts the concrete pad and the soil. This does neither include the kinematic
mount lower part nor it includes the foot of the antenn@he position of the pads are measured to a
precision of 65 microns, and then monitored for stability for over two we@ke pads are equipped with

two vaults that contain the power, communication, Local Oscillator (LO) and data transmission cables that
are connected once the antenna is placed on the pad.

14.3Antenna Transportation

Antennas are moved from one pad to another usingpeciallydesigned transporteFigure 66 righthand
panel). ALMA has two of these vehicles. They are 20 meters long, 10 meters wide and 6 meters high, and
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each has 28ittes. The transporter positioning system performs a fine positioning of the antdrefare
setting itdown on the foundation in the 3 iplane degrees of freedom (X, y, rqt) and in tilt (rotx, roty).
Adjustment in each of the 5 adjustment axes can be done independently. The adjustment range of the
antenna positioning system compensatfor the inaccuracy of the vehicle position with respect to the
antenna foundation (which must be smaller &fh) in order to achieve the required antenna positioning
accuracy.The antennas can be positioned to within a few millimeters, ensuring accplatement on the

antenna foundation pads. More information on the transporters can be found on the ALMA EP& pages
.

Figure66. The ALMA array with eight 48 antennas (left), and an antenna being transported to the

AQS (right).
Table7. DesignProperties of the Different ALMA Antennas
Number
. Panel Quad . Yoke Drive 3
BUS Rings/ Material typel Cabin Pedestal System2 Metrology System
Panels
CFRP 4 linear displacement
N .
Vertex Al 8/264 Al + Steel Steel Gear s_ensors 1 twaxis .
tiltmeter (above the azimuth
Invar bearing)
Thermal (Yoke, main dish),
Reference Frame, Torque
. feedback, Incli ter,
Melco | CFRP | 7/205 Al + Steel | Steel Direct eedback, nclinometer
Right-andleft resolver
metrology, Wind
direction/velocitymetrology
CFRP Nickel 86 thermal sensors
AEM 5/120 i X CFRP | Steel Direct 2 tiltmeters in yoke
| Rhodium
nvar arms

13 http://www.almaokervatory.org/en/technology/transporters
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Notes:

1. Shape of the quadrupod supporting the subreflector as seen looking along the optical axis of the
antennas when they are pointed the viewer.

2. A gear drive consists of a main motor driving a series of conneetkdttiongears(i.e., gearbox)
that do the actual precisiowork.A direct drive system does not require of such gears and takes the
power directly. The direct drives usedAhMA antennas are magnetically supported.

3. Jointly used to correct in semeal time the pointing of the antennaandera wide range of
environmental conditiongo meet the ALMA specifications.

14.4Cryostat

The ALMA frontend consists of a large clesgde 4K cryostat containing individual cold cartridge
assemblies (CCA) with mixers and LO injection for each band, along witkteomarature electronics for

the IF and LO for each band (the warm cartridge assembly, WCA) argpfae and entrance windows ifo

each band. The water vapour radiometer (WVR) is mounted to one side of the cryostat using a pickoff
mirror to direct the antenna beam into the WVR. The Amplitude Calibration Device (ACD) is mounted above
the frontend, and is describeith Section3. Figue 67 and 6&how overviews of the frontend unit, with the
cylindrical cryostat on top and the roetemperature electronics beneath.
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Figure 67: Side view of ALMA frontend showing cryostat assembly, with room temperature unit
below.
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Figure 68. Bottom view of ALMA frontend, showing WCAs

All of the receiver cartridges are in the same cryostat, with the mixers thernoailigled to the same -3

stage Sumitomo cryocool€Figure 69. The three stages haveominal temperatures of &, 15K and 11K.

To avoid overloading the cooler, only three bands can be switched on at altimely takes about 1.5
seconds to switch between any of the bands that are switched on at a given time. For bands thatthe off,
time to fully thermallystabilisethem from an off state is 15 minuteg this is mainly to ensure a flat
bandpass shape. All of the receivers are mounteehxi§ in order to avoid extra rotating baiselection
mirrors, which necessitates an offsettbe antenna to change band. The band offsets are known and well
measured; the reference band for pointing is Band 6, and all offsets are with respect to this band. The four
higherfrequency bandsBands/-10) are mounted close to the central boresightinimise aberrations.
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